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SELENA Grup profesyoneller ve kisisel kullanicilar igin yapi kimyasallan ireten ve dagitan, global operasyonlu bir sirkettir.
Grup, yuksek teknolojili Gretim tesislerine ek olarak, satis amacl yan kuruluglar agindan olusur ve (riinlerinin diinya ¢apinda
70 ilkede dagitimini yapar. Selena Grup faaliyetlerini Su agamalarda birlestirir: ileri aragtirma, tretim, dagitim, pazarlama ve global
satis. Selena FM SA — Grup'un holding sirketi — Vargova Borsasi'nda listelenmistir.

ARASTIRMA & GELISTIRME

» PU kopiikler, dolgu malzemeleri ve yapistincilar tizerine
calisan global Ar-Ge

» Bilge / pazar / milsterilere ozel driin gesitleri

> Diinya gapinda yenilikler

P Taninmig uluslararasi kurululardan sertifikali yiiksek ve
istikrarli kalite

URETIM
PU kopiik, mastik, yapistirici, izolasyon malzemesi ve kuru
harg dretimi
Polonya, Ispanya, Giney Kore, Brezilya, Gin ve Tirkiye'de
Giretim tesisleri
Diinyadaki en biiyiik dordiincti PU kopik treticisi
Otomatize Gretim siireci & en yiiksek kalite hammadde
IS0 9001 kalite giivencesi

DAGITIM
Diinya ¢apinda 70'den fazla iilkeye satis
18 ulkede sirketler
Diinyanin her yerinde kapiya kadar teslimat
Kisisel ihtayaclara gére diizenlenen Griin etiketleme & palet
olusturma sistemi

PAZARLAMA VE SATIS
DESTEGI

» Genis portféy: premium, orta ve ekonomik segmentler

> Siirekli pazar ve miisteri arastirmasi

»Teknik danismanlik, egitim ve sunumlar

> Paket dizayn, reklam ve iletisim materyallerinde stirekli
gelisim

SELENA Group is a globally-operating holding which manufactures and distributes construction chemicals for professionals
and individual users. The Group comprises a network of sales subsidiaries as well as high-tech manufacturing plants, and sells its products
to more than 70 countries worldwide. Selena Group's business activities comprise all stages of product development: advanced research,
production, distribution, marketing and global sales. Selena FM SA — the holding company of the Group — is listed on the Warsaw Stock

Exchange.

RESEARCH & DEVELOPMENT

» Global R&D working on PU foams, sealants and adhesives

» Product diversification for individual regions/ markets/ customers

P World innovations

P High & consistent quality certified by renown international institutions

PRODUCTION
Production of PU foams, sealants, adhesives, insulations and dry
mortars

Manufacturing plants in Poland, Spain, South Korea, Brazil, China and
urke

Fourth largest manufacturer of PU foam in the world
Automated production process & top quality raw materials
IS0 9001 quality assurance

DISTRIBUTION

» Sales to more than 70 countries worldwide
» Companies in 18 countries

» Door to door delivery all over the world

>

Product labeling & pallet packing system customized to individual
needs

MARKETING & SALES SUPPORT
» Diverse brand portfolio: premium, value and economy segments
Regular market and customer research
Technical advisory, trainings and presentations

Development of packaging design, advertising and communication
materials

WE DELIVER BETTER
BUILDING PERFORIVIANCE



TYTAN PROFESSIONAL LEXY 60 POLIURETAN KOPUK
TYTAN PROFESSIONAL POLIURETAN TABANCALI KOPUK
POLYFIX PLUS EMNIVET VALFLI POLIURETAN KOPUK
POLYFIX COMBO POLIURETAN KOPUK

POLYFIX POLIURETAN TABANCALI KOPUK

POLYFIX POLIURETAN MEGA TABANCALI KGPUK
HAUSER POLIURETAN KOPUK

TYTAN PROFESSIONAL KOPUK TEMIZLEYiCi

TYTAN PROFESSIONAL KOPUK TABANCASI PRO

TYTAN PROFESSIONAL KOPUK TABANCASI MAXI

OZEL AMAGLI PU KGPUKLER

TYTAN PROFESSIONAL LEXY 60 PU FOAM

TYTAN PROFESSIONAL PU GUN FOAM

POLYFIX PLUS SAFETY VALVE PU FOAM

POLYFIX COMBO PU STRAW FOAM

POLYFIX PU GUN FOAM

POLYFIX MEGA PU GUN FOAM

HAUSER PU STRAW FOAM

TYTAN PROFESSIONAL PU FOAM CLEANER

TYTAN PROFESSIONAL PU FOAM APPLICATOR GUN PRO
TYTAN PROFESSIONAL PU FOAM APPLICATOR GUN MAXI

SPECIAL PURPOSE PU FOAMS

TYTAN PROFESSIONAL B1 ATESE DAYANIKLI TABANCALI POLIURETAN KOPUK
TYTAN PROFESSIONAL STYRQ 753 TABANCALI MANTOLAMA KOPUGU
TYTAN PROFESSIONAL STYRO UNI PIPETLI MANTOLAMA KOPUGU

TYTAN PROFESSIONAL B1 PU GUN FOAM
TYTAN PROFESSIONAL STYRO 753
TYTAN PROFESSIONAL STYRO UNI

TYTAN PROFESSIONAL BOND GENEL AMAGLI YAPISTIRMA KOPUGU TYTAN PROFESSIONAL BOND
TYTAN PROFESSIONAL EURO HARG TYTAN PROFESSIONAL THIN BED MORTAR
GENEL AMAGLI SILIKON VE MASTIKLER GENERAL PURPOSE SEALANTS & ACRYLICS

TYTAN PROFESSIONAL UNIVERSAL SILIKON 310ML
POLYFIX UNIVERSAL SILIKON 280ML

POLYFIX UNIVERSAL SILIKON 280GR

POLYFIX SILIKONIZE MASTIK 500GR

HAUSER GENEL AMAGLI SILIKON 280GR

HAUSER SILIKONIZE MASTIK 480GR

OZEL AMAGLI SILIKONLAR

TYTAN PROFESSIONAL UNIVERSAL SILICONE 310ML
POLYFIX UNIVERSAL SILICONE 280ML

POLYFIX UNIVERSAL SILICONE 280GR

POLYFIX SILICONIZED ACRYLIC 500GR

HAUSER GENERAL PURPOSE SILICONE 280GR
HAUSER SILICONIZED ACRYLIC 480GR

TYTAN PROFESSIONAL N-26 NOTR SILIKONU

TYTAN PROFESSIONAL PU-40 PU MASTIK

TYTAN PROFESSIONAL AKVARYUM VE CAM SILIKONU
TYTAN PROFESSIONAL SOMINE SILIKONU

TYTAN PROFESSIONAL BANYO SILIKONU

MONTAJ YAPISTIRICILAR

SPECIAL PURPOSE SEALANTS

TYTAN PROFESSIONAL N-26 NEUTRAL SILICONE
TYTAN PROFESSIONAL PU-40 PU SEALANT
TYTAN PROFESSIONAL AQUARIUM SILICONE
TYTAN PROFESSIONAL FIREPLACE SEALANT
TYTAN PROFESSIONAL SANITARY SILICONE

MOUNTING ADHESIVES

TYTAN PROFESSIONAL FAST FIX

TYTAN PROFESSIONAL POWER FLEX
TYTAN PROFESSIONAL CLASSIC FIX
TYTAN PROFESSIONAL SIVI GIVI

TYTAN PROFESSIONAL AYNA FIX

TYTAN PROFESSIONAL DOLAP TOPLAMA
TYTAN PROFESSIONAL MDF YAPISTIRICI

CATI URUNLERI

TYTAN PROFESSIONAL FAST FIX

TYTAN PROFESSIONAL POWER FLEX

TYTAN PROFESSIONAL CLASSIC FIX

TYTAN PROFESSIONAL LIQUID NAIL

TYTAN PROFESSIONAL MIRROR FIX

TYTAN PROFESSIONAL FURNITURE ASSEMBLY
TYTAN PROFESSIONAL MDF MONTAGE KIT

ROOFING PRODUCTS O

TYTAN PROFESSIONAL METAL GATI SIZDIRMAZ YAPISTIRICI

TYTAN PROFESSIONAL BITUM MASTIK

TYTAN PROFESSIONAL GATI YAPISTIRICISI

TYTAN PROFESSIONAL X-TREME FIBER GATI SIZDIRMAZ YAPISTIRICISI
TYTAN PROFESSIONAL DUVAR DIBI BANDI 3D

TYTAN PROFESSIONAL MAHYA BANDI - GEO

TYTAN PROFESSIONAL MAHYA BANDI - MAT

TYTAN PROFESSIONAL GATI YALITIM BANTLARI

TYTAN PROFESSIONAL NEFES ALAN MEMBRAN 100 GR.

TYTAN PROFESSIONAL NEFES ALAN MEMBRAN 120 GR.

TYTAN PROFESSIONAL NEFES ALAN MEMBRAN 130 GR.

TYTAN PROFESSIONAL NEFES ALAN MEMBRAN 145 GR.

TYTAN PROFESSIONAL NEFES ALAN MEMBRAN 160 GR.

TYTAN PROFESSIONAL AQUA PROTECT

TYTAN PROFESSIONAL LIKIT ARDUVAZLI MEMBRAN SET - ABIZOL P
TYTAN PROFESSIONAL LIKIT ARDUVAZLI MEMBRAN SET - DACHOLEUM

TYTAN PROFESSIONAL METAL ROOF SEALANT

TYTAN PROFESSIONAL BITUMEN SEALANT

TYTAN PROFESSIONAL ROOF ADHESIVE

TYTAN PROFESSIONAL X-TREME FIBRE SEALANT

TYTAN PROFESSIONAL CHIMNEY FLASHING TAPE 3D

TYTAN PROFESSIONAL ROOF RIDGE TAPE ALU GEO

TYTAN PROFESSIONAL ROOF RIDGE TAPE ALU MAT

TYTAN PROFESSIONAL ROOFING TAPES

TYTAN PROFESSIONAL BREATHABLE MEMBRANE 100 Gr.

TYTAN PROFESSIONAL BREATHABLE MEMBRANE 120 Gr.

TYTAN PROFESSIONAL BREATHABLE MEMBRANE 130 Gr.

TYTAN PROFESSIONAL BREATHABLE MEMBRANE 145 Gr.

TYTAN PROFESSIONAL BREATHABLE MEMBRANE 160 Gr.

TYTAN PROFESSIONAL AQUA PROTECT

TYTAN PROFESSIONAL LIQUID SCATTERED MEMBRANE SET - ABIZOL P
TYTAN PROFESSIONAL LIQUID SCATTERED MEMBRANE SET - DACHOLEUM

HOTMELT HOTMELT 4]
DUZ YUZEY LAMINASYON ) FLAT LAMINATION
AHSAP & PVC KAPI, PENCERE IMALATI WOOD OR PVC DOOR & WINDOW MANUFACTURING
PROFIL SARMA PROFILE WRAPPING
KENAR BANTLAMA EDGE BANDING
MASIF AHSAP SOLID WOOD
YATAK URETIMI BED PRODUCTION
AMBALAJ SEKTORU PACKAGING INDUSTRY
MATBAA SEKTORU PRINTING INDUSTRY
KONTAK YAPISTIRICILAR POSTFORMING
DIGER SEKTORLER OTHER INDUSTRIES
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TYTAN PROFESSIONAL
markasl, profesyonel
kullanicilar igin dizayn
edilmistir.

Yiksek kaliteli trtinler, konut,
ve endustriyel yapilarin ingaat
ve onarim isleri i¢in Gretilmigtir.

TO GETHER WE DELIVER BETTER BULDING PERFORIVIANCE

TYTAN PROFESSIONAL is a brand
designed for building contractors and
professional users, offering a variety of top
quality products dedicated for finishing and
renovation works in residential, office and
industrial buildings.
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PU Foams
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PU KOPUKLER

Kalite yonetimi ISO 9001 ile saglanmakta

Uriinler EN ISO 845, DIN 4102, DIN 53428, DIN 53455, DIN 53421,
DIN 53422 and DIN 52612 normlarina uygun olarak imal edilmistir

Seri iiretimdeki genis iiriin yelpazesi:

B1, B2 ve B3 yanicilik siniflandirimasi
1 ve 2 komponentli Grtinler
Standart ve yiiksek hacimler igin formaller

Consistently high quality:

Quality Management ISO 9001 production
Products that meet requirements of EN I1SO 845, DIN 4102,
DIN 53428, DIN 53455, DIN 53421, DIN 53422 and DIN 52612

The widest range of options in mass production:

Flammability Class B1, B2 and B3
1 and 2 component Products
Formulas for standard and high yields



TYTAN

PROFESSIONAL

TYTAN
PROFESSIONAL

LEXY 60 .
POLIURETAN KOPUK

Yeni gelistirilmis politiretan kopuk,cok yiksek hacim ve dstin hiicre yapisina,
modern teknolojiyle sahiptir. Diisiik basing formiilasyonu, kapi ve pencere
kasalarinin zarar gormesini engeller. Uriin, ¢ok konumlu fonksiyonu
sayesinde, zor alanlarda bile yalitim,doldurma,izole etme ve montajda
Onerilir. (teneke sic.>150C).
Standart uygulama:
Pencerelerin, kapilarin, borularin, catlaklarin, deliklerin, montajinda,
yalitiminda, izolasyonunda ve dolgusunda
Avantajlari:
Cok yiiksek verim — 60 litreye kadar (Standart kdpiklerle
karsilastinldiginda 2 kat fazla verim saglar.)
Diisiik Genlesme - Kapi kasasina kasma yapmaz
Gergi kullanmadan kapi montaji yapiimasini saglar
Uygulama sonrasi boyut degistirmez
Farkl agilarda uygulanabilir
Genis 11 degerleri araliginda kullanilabilir (0°C ile +30°C arasinda)
Kullanicilanin ig siresini kisaltir-40 dakika sonra kesilebilir.
Kiife ve neme dayanikiidir.

IS0 9001 ve EN ISO 845, DIN4102, DIN 53428, DIN 53455, DIN 53421, DIN 53422,
DIN 52612 normlarina uygun olarak imal edilmistir

LEXY 60 PU FOAM

Highly innovative polyurethane foam with very high yield and superior foam structure achieved
thanks to modern technology. Low pressure formulation prevents bowing of window and door
profiles. The product is recommended for sealing, filling, insulating and mounting even in
hard-to-reach places thanks to it's muftipostion function (can temp. >150C).

Typical application:
> Mounting, insulating, filling and sealing windows, doors, pipes, cracks and holes

Highyield —up to 60L (2 x more foam compare to offered by standard foams)
Low pressure formulation

Multiposition function

Application temperatures from 0°C up to +30°C

Saves builder's working time - cutting after ca 40 minutes
»  Mould- and moisture- resistant

>
>
>
»  Veryhighdimensional stability
>
>
>

Manufactured in accordance with IS0 9001, meets requirements of: EN IS0 845, DIN4102, DIN 53428,
DIN 53455, DIN 53421, DIN 53422, DIN 52612

IGERIK AMBALAJ KOLIDEKI ADET ~ PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
830 mi Ku aerosol 4 624

TYTAN
PROFESSIONAL

POLIURETAN TABANCALI
KOPUK

Yiiksek kaliteli tek komponentli poliiiretan kopiik, kapi, pencere montajinda,
akustik ve 1si yaliiminda, binalann i¢ ve dig mekanlarinda gergevelerin
birlestiriimesinde tavsiye edilir. k ve bilyiik bosluk doldurulmasinda
kullanilabilir. Tabancayla uygulama képagiin verimliligini arttirr.

Standart uygulama:
Kapi, pencere, boru, catlak ve deliklerin, montajinda, izolasyonunda,
doldurulmasinda ve yalitiminda

Avantaijlari:
Uygulama hacmi 45 | (750 ml kutu)
Uygulama isisi: 0°C ile +30°C arasinda olmalidir
Her cesit bina yiizeyine milkemmel yapisir
Yiiksek 1s1 ve akustik yalitim saglar
Kuf ve rutubete karsi dayaniklidir
Uygulamadan yaklasik 30 dakika sonra kesilebilir
(Gekmez, gokmez ve parcalanmaz

1S0 9001 ve EN ISO 845, DIN4102, DIN 53428, DIN 53455, DIN 53421, DIN 53422,
DIN 52612 normlarina uygun olarak imal edilmistir

PU GUN FOAM

High-quality, one-component polyurethane foam recommended for mounting doors and
windows, acoustic and thermal insulation, and joining in frame constructions in the
interior and exterior of building. It can be used for sealing large and small holes.
Application with a gunincreases foam efficiency.

Typical application:
P Mounting, insulating, filling, and sealing: windows, doors, pipes, cracks and holes

Benefits:

Yieldupto451 (750 mlcan)

Application temperature: 0°C to +30°C
Good adhesion to most building materials
High thermal and acoustic insulation
Mould- and moisture-resistant

Cutting after ca 30 minutes

Does not shrink, sag or crumble

VVVVVYVYY

Manufactured in accordance with ISO 9001, meets requirements of: EN 1SO 845, DIN4102, DIN 53428,
DIN 53455, DIN 53421, DIN 53422, DIN 52612

IGERIK AMBALAJ KOLIDEKI ADET  PALETTEKI ADET

CONTENTS PACKAGING PER BOX PER PALLET
Kutu aerosol

750 ml Aerosol can 12 1020



POLYFIX
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» Avrupa kalitesinde tretilmekit

POLYFIX® is a brand comprising the most essential
products for finishing and building works,
developed in response to the needs of professional
and semi-professional users.

» PU foams, silicone and acrylic sealants

» The oldest PU foam brand on the Turkish market

» Product formulas tested and acknowledged in

many countries

European quality

POLYFIX

PLUS EMINIYET VALFLI
POLIURETAN KOPUK

Tikanma yapmayan ve tekrar tekrar kullanilabilir valf sistemi

Yiksek kaliteli, tek komponentli, kendi kendine genisleyen, her tirli ingaat
malzemesine yapisan ve yalitan, kullanma hazir PU kopik. Genigleme
sirasinda gatlak seklini alir, doldurur. Kopik kuruduktan sonra kesilebilir,
zimparalanabilir ve boyanabilir.

Standart uygulama:

» Kapi ve pencere montajinda

Boru yalitiminda

Birlesim yerlerinin doldurulmasinda ve elekirik tesisatl montajinda
(Catlak, bosluk, pano, oluklu saglarin ve cati kaplamalarinin
doldurulmasinda ve yalitiminda kullanilir

>
>
>

[ _#_4 Avantajlarl
"Slzdlrmayan adaptor - tiip ilk kullamimdan itibaren 2 aya kadar kullanilabilir

&>  Uygulama hacmi 45 | (750 ml kutu)

-> __Y_iiksek I1SI ve ses yalitimi
~ »  Kurlesmis kdptigiin boyutlan degismez

1509001 ve EN SO 845, DIN4102, DIN 53420, DIN 53571, DIN 53427, DIN 53421
normlarina uygun olarak imal edilmistir

PLUS SAFETY VALVE PU FOAM

non-blocking and re-usable valve system

High-quality, one-component, self-expanding, ready-to-use polyurethane foam which
bonds and seals all building materials. It expands to fill the whole space of the gap. Cured
foam can be cut, sanded and painted.

Typical application:

>
>
>
>

Benefits:

No leakage - adaptor straw can be used for up to two months after the first application
Yield—upto451 (750 ml can)

High thermal and acoustic insulation

High dimensional stability of cured foam

Doors and windows installation

Pipes insulation

Filling joints and electrical wiring installation

Filling and insulating holes, gaps, wall panels, corrugated sheets, roof tiles etc.

\ A A A4

Manufactured in accordance with ISO 9001, meets requirements of: EN ISO 845,
DIN4102, DIN 53420, DIN 53571, DIN 53427, DIN 53421

ICERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
CONTENTS ~ PACKAGING  PER BOX PER PALLET
750 mi Kut aerosol 4, 1020



POLYFIX

POLYFIX

COMBO POLIURETAN
KOPUK

Yiksek kaliteli, tek komponentli, kendi kendine genisleyen, her tirli ingaat
malzemesini yapistiran ve yalitan, kullamma hazir PU kopuk. Genigleme
sirasinda gatlak seklini alir, doldurur. Kopik kuruduktan sonra kesilebilir,
zimparalanabilir ve boyanabilir.

Standart uygulama:
Kapi ve pencere montajinda
Boru yaltiminda
Birlesim yerlerinin doldurulmasinda ve elekirik tesisatt montajinda
(Catlak, bosluk, pano, oluklu saglarin ve gati kaplamalarinin
doldurulmasinda ve yaltiminda kullanilir
Avantajlar:
Uygulama hacmi 45 | (750 ml kutu)
Yiiksek 1s1 ve ses yalitimi
Kiirlesmis kopigun boyutlan degismez
Kirlesmis képik icin 1s1 dayanimi -60 tan +100°C
Kiif ve rutubete kargi dayanikli

1SO 9001 ve EN ISO 845, DIN4102, DIN 53420, DIN 53571, DIN 53427, DIN 53421
normlarina uygun olarak imal edilmistir

COMBO PU FOAM

High-quality, one-component, self-expanding, ready-to-use polyurethane foam which
bonds and seals all building materials. It expands to fill the whole space of the gap. Cured
foam can be cut, sanded and painted.

Typical application:

> Doors and windows installation

P> Pipesinsulation

D Filling joints and electrical wiring installation

»  Filingandinsulating holes, gaps, wall panels, corrugated sheets, roof tiles etc.

Benefits:

Yield-upto 451 (750 mi can)

High thermal and acoustic insulation

High dimensional stability of cured foam
Thermalresistance of cured foam -60°C to + 100°C
Mould- and moisture-proof

VVVYVYY

Manufactured in accordance with ISO 9001, meets requirements of: EN ISO 845,
DIN4102, DIN 53420, DIN 53571, DIN 53427, DIN 53421

IGERIK AMBALAJ KOLIDEKi ADET ~ PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
750 ml Kutu aerosol 12 1020

Aerosol can

POLYFIX

POLIURETAN
TABANCALI KOPUK

Yilksek kaliteli tek komponentli politiretan kopiik, kapi, pencere montajinda,
akustik ve 1sI yalitiminda, binalanin i¢ ve dis mekanlarinda cercevelerin
birlestirilmesinde tavsiye edilir. Kiigiik ve biyik bosluk doldurulmasinda
kullanilabilir. Tabancayla uygulama koptigin verimliligini arttinr.

Standart uygulama:
»  Pencere ve kapilann montajinda
» Borulann, catlaklann, deliklerin izolasyonunda ve dolgusunda

Avantajlari:

50 L hacim verir (750 ml kutu)

Az genlesme 0zelligi sayesinde kapi ve pencere kasarini kasmaz,
Kesme gerektirmediginden , driin zamanla yirimez,

Her cesit bina yiizeyine mikkemmel yapisir,

Kiif ve rutubete dayanikidir,

Yiiksek 1si ve akustiik yalitim saglar

Hizli kiirlesme.

VVVVVVYY

PU GUN FOAM

High-quality, one-component polyurethane foam recommended formounting door sand
windows, acoustic and thermal insulation, and joining in frameconstructions in
theinteriorandexterior of building. It can be usedforsealinglargeandsmallholes.Application
with a gunincreasesfoamefficiency.

Typical application:
P Mounting windows and doors
P Insulating, filling and sealing pipes, cracks and holes

Benefits:

High yield up to 50L.from a 750 ml can

Does not bend window and door-frames

Does not require cutting after application, so foam will nor move on.
High adhesion to most building materials

High thermal and acoustic insulation

Mould - and moisture-resistant

Saves contractor's working time - cutting after 40 minutes

VVVVVYVYY

IGERIK AMBALAJ KOLIDEKi ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
750 mi pUTBSSOLKUL 4, 1020



PROFESSIONAL

POLYFIX

POLIURETAN MEGA
TABANCALI KOPUK (65L)

Yeni gelistiriimis tek komponentli, tabancall PU kopiik, diigiik genlesmeli yeni
formilii sayesinde piyasadaki en verimli hacime sahiptir. Kapi ve pencerelerin
montajinda profesyonel uygulamalar igin gelistirilmistir. Tabanca ile yapilan
uygulama hassas, hizli ve ekonomik kdpuk tiiketimini garanti eder.

Standart uygulama:
P Pencere ve kapilann montajinda
» Borulann, gatlaklann, deliklerin izolasyonunda ve dolgusunda

Avantaijlari:

Cok yiiksek verim — 65 litreye kadar (Standart kopiiklerle
karsilastinidiginda 2 kat fazla verim saglar.)

Diisiik basing formiilasyonu

Dikey yiizeylerde akma yapmaz

Uygulama sonrasi boyut degistirmez

Genis 1s1 degerleri araliginda kullanilabilir (0°C ile +30°C arasinda)
Kullanicilanin is siresini kisaltir-40 dakika sonra kesilebilir.

Kiife ve neme dayaniklidir.

PU MEGA GUN FOAM (B5L

Highly innovative, one-component polyurethane gun foam offers the highest yield on the
market owing to a new low post- expansion formula. It is designed for professional use
inmounting doors and windows. Application with a gun guarantees precision, speed
andincreases foam outflow.

Typical application:
P Mounting windows and doors
P Insulating, filling and sealing , pipes, cracks and holes

Benefits:

Highyield up to 65 from a 750 ml can

Low expansion

Does not bend window and door-frames

High adhesion to most building materials

High thermal and acoustic insulation

Mould- and moisture-resistant

Saves contractor's working time - cutting after ca 40 minutes

VVVVYYY

IGERIK AMBALAJ KOLIDEKi ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
860 ml poresSO ULy 1020
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HAUSER ekonomik bir marka olup;

yapi kimyasal driinlerini, profesyonellere
ve ev kullanicilarinin kullanimina sunmaktadir.

Portfdyiinde, PU kopiikler ve dolgu malzemeleri yer alrr.

Modern imalat teknolojisi sayesinde cazip
iyat/kalite orani yakalanmistir.

Profesyonel riinler ev kullanicilan
ﬁdan uygulanabilir

Urdinler,
musterilerin
ihtiyaclarni
kargilamak
uzere dizayn
edilmigtir.

HAUSER is an economic brand featuring a basic offer of
chemical building products for professional and home users.

PU foams, sealants

> Attractive price/quality ratio achieved thanks
to @ modern production technology

> Professional products a home-user can afford
» Products designed to meet the customers' needs

GENERAL PURPOSE PU FOAM

HAUSER

POLIURETAN
KOPUK

Kullamma hazir politiretan kopiik - Kapi, pencere, boru, catlak ve deliklerin
montajinda, izolasyonunda, doldurulmasinda ve yalitiminda. Kurlesmis triin
kusursuz 1s1 ve ses yalitimi saglar. Kopik bir ¢ok ingaat malzemesine iyi
yapisma ozelligine sahiptir.

Standart uygulama:

Kapi ve pencerelerin montajinda
Boru, catlak ve deliklerin doldurulmasinda ve yalitiminda

Avantaijlari:
Miikemmel 1si ve ses yalitimi saglar
Miikemmel fiziksel 6zellikler
Kullaniclya zaman tasarrufu saglar - Kullanimdan yaklasik 55
dakika sonra kesilebilir
Kiif ve rutubete karsi dayaniklidir

1SO 9001 ve EN ISO 845, DIN4102, DIN 53428, DIN 53455, DIN 53421, DIN 53422,
DIN 52612 normlarina uygun olarak imal edilmistir

PU STRAW FOAM

Ready-to-use polyurethane foam for mounting, insulating, filling and sealing windows,
doors, cracks and holes. The cured product ensures excellent thermal and acoustic
insulation. The foam has good adhesion to most popular building materials.

Typical application:

> Mounting windows and doors

P Insulating, filling and sealing, pipes, cracks and holes

Benefits:

P Excellentthermal and acoustic insulation

D Excellent physical properties

»  Savingthe contractor's working time - the cutting can start after ca 55 minutes
»  Mould and moisture proof

Manufactured in accordance with ISO 9001, meets requirements of: EN ISO 845, DIN4102, DIN 53428,
DIN 53455, DIN 53421, DIN 53422, DIN 52612

IGERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
ONTENTS PACKAGING PER BOX PER PALLET
wog | e 1020



TYTAN

PROFESSIONAL

PUKORDK
TEMIZLEYiC

MER

TYTAN
PROFESSIONAL

KOPUK
TEMIZLEYICI

Gok fonksiyonlu driin, kurumamig politiretan kdpik
ve yapisti-ncilann temizlenmesinde onerilir. Ayrica
kutu valflerinin, PU kopiik tabancasinin, kurumamig
artik kopiklerin temizlenmesinde ve gelik yiizeylerin,
silikon ve poliiiretan uygulanmasindan énce yagdan
anndinimasinda kullanilir.

Standart uygulama:

Uygulama tabancasi, valfler ve diger
yiizeylerden kurumamig politiretan kdpuklerin
arindinimasinda

Avantajlar::

Kurumamig PU kopiiklerden ve
yapistiricilardan mikemmel arindirma
Gok amagh kullanim

Kolay kullanim

36 aya kadar uzatilmig raf 6mrii

IS0 9001 normuna uygun olarak dretilmistir

PU FOAM CLEANER

Multifunctional agent recommended for removing uncured
polyurethane foams and adhesives cleaning can valves and
PU foam gun applicators, removing uncured foam residue,
and degreasing steel surfaces before the application of
silicones and polyurethanes.

Typical application:

> Removing uncured polyurethane foam from guns,
valves and other surfaces

Benefits:

> Excellent for removing uncured polyurethane foams
and adhesives

»  Formultifunctional use

p»  Easy-to-use

p  Extended shelflife - 36 months

Manufactured in accordance with 1ISO 9001

_— KOLIDEKI  PALETTEKI

ICERIK AMBALAJ  ADET ADET

CONTENTS PACKAGING PERBOX  PER PALLET
Kutu aerosol

500ml perosolcan | 12 1224
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TYTAN
PROFESSIONAL

KOPUK TABANCASI

PRO

Profesyonel uygulama tabancasi, PU kdpigin
uygulanmasinda en iyi performansin elde edilmesi
igin dizayn edilmistir.

Avantajlart:
Saglam yapi - metal govde
Teflon sepet
Ayarlanabilir akis miktari sayesinde
ekonomik kopiik tiiketimi
Sokiilmeye karsi giivenli (patentli ¢oziim)
Sabit tutturma (patentli ¢oziim)

PU FOAM APPLICATOR GUN PRO

Highly professional gun applicator designed for best
performance during PU gun foam extruding.

Benefits:

Solid construction—metal body

Teflon-covered basket

Economic foam consumption by adjustable flow rate
Secured backscrew (patented solution)

Needle stabilization (patented solution)

VVVvVVYY

o KOLIDEKI  PALETTEKi

ICERIK  AMBALAJ  ADET ADET

CONTENTS PACKAGING PERBOX  PER PALLET
Kutu £

- Box o

TYTAN
PROFESSIONAL

MAXI GUN
KOPUK TABANCASI

PU kopiik uygulamast igin dizayn edilmistir, yiiksek
verimli uygulama tabancasi, ekonomik ve kolay
kullanimlidir.

Avantajlar::
Hafif plastik govde
Kopik kaybini engelleyen yenilenmis
kapanan valf
Ayarlanabilir kdpuk akisi
Nikel kapl adaptor
Teflon tetik

PU FOAM APPLICATOR GUN MAXI

Easy-to-use, very economical gun with highly efficient
gunapplicator designed for extruding PU gun foam.

Benefits:

Lightweight plastic body

Innovative shut-off for no foam waste
Adjustable foam flow

Nickelled adapter

Teflon-covered trigger

VVVVY

- KOLIDEKI ~ PALETTEKI
ICERIK AMBALAJ  ADET ADET
CONTENTS PACKAGING PERBOX  PER PALLET
Kutu
Box 20



TYTAN OZEL AMAGLI PU KOPUKLER
SPECIAL PURPOSE PU FOAMS

M0 ik uiorA
TRAIYS PATANIE

FIKE RissIRHT
1P T8 230 min

ey

TYTAN
PROFESSIONAL

B1 ATESE DAYANIKLI
TABANCALI PU KOPUK

Profesyonel montaj isleri igin gelistirilmis yilksek kaliteli tek komponentli
tabancali koépik, kapilarnin, pencerelerin montajinda, bosluklarin
doldurulmasinda ve yangina dayanikh montaj ve izolasyon istenen durumlarda
kullanilir. Bu iriin dumana ve gaza karsi milkemmel yalitim saglar.

Standart uygulama:
Yangina dayanikli olmasi istenen kapi ve pencerelerin montajinda
ve bosluklanin doldurulmasinda kullanilir. Dumana, gaza karsi
sizdirmazlik saglar.

Avantajlari:
Yiiksek uygulama hacmi 42 | (750 ml teneke) fi- s %
B1 yanmaya dayanim degeri (DIN 4102 ve E1 120 EN 13501-2) ? : L
Duman ve gaza kargl milkemmel yalitim saglar 3
Uygulamadan yaklasik 30 dakika sonra kesilebilir

LPG propellant icermez
IS0 9001 ve EN ISO 845, DIN4102, DIN 53428, DIN 53455, DIN 53421, DIN 53422, 240 min.
DIN 52612 normlarina uygun olarak imal edilmistir

StEO [3
B1_FIRE-RETARDANT PU GUN FOAM

High-quality, one-component polyurethane gun foam developed for professional mounting 240 Dakikaya kadar vanmava dayamim
of doors and windows, filling gaps, where fire resistance is required. The product provides Fire retardant up to 230min
excellent seal against smoke and gas. Application with a gun guarantees precision and
increases foam outflow.

Typical application:

P> Mounting, insulating, filling and sealing against smoke and gas where fire resistance S l , G) IE)‘
| B

isrequired

Benefits: S
Highyield - upto 421 (750 ml can) o
B1 fire rating (DIN 4102 and EI 120 EN 13501-2) Duman ve gazlara karsi yalitim
Excellent sealing properties against smoke and gas Insulation for gas and smoke
Cutting after ca 30 minutes
Free from LPG propellant

\ A AAA4

Manufacturedinaccordance with IS0 9001, meets requirements of: EN 1SO 845, DIN4102, DIN 53428,
DIN 53455, DIN 53421, DIN 53422, DIN 52612

IGERIK AMBALAJ KOLIDEKi ADET  PALETTEK| ADET

CONTENTS PACKAGING PER BOX PER PALLET Self emlllmmshmy
Kutu aerosol A

750 ml Aerosol can 12 624
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STYRGas

X

X

X

Zaman tasarrufu!

KOLAY
EASIER

Hizh Diibelieme!
Fast Wall plugging

Hafif, temiz ve
ekonomik nakliye!
Easy and economic
transportation

HIZLI

FASTER

GUGLU
STRONG

Kolay Uygulama
Easy application

Yiiksek i1s1 aralidn!
Better temperature

Kuvvetli Yapisma
Stronger adhesion

STYRO

753

kisa siirede
kullanima hazir

STYRO 753
Uygulanan bir levha
cok hafiftir

Yalnizca 2 saat sonra
dibellemeye
yapilabilir

Nakliye icin
kuictik bir arag
yeterli

Mikser, kova, matkap
gibi ek araglara
ihtiyag yoktur

Daha genis 1s!
araliginda uygulama
yapilabilir

3 kat giicli
yapisma
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TYTAN
PROFESSIONAL

STYRO 753
TABANCALI .
MANTOLAMA KOPUGU

Tytan Professional 02 STYRO 753 Yapistirici, dis cephe izolasyonunda, EPS ve
XPS levhalarin dig cepheye, catiya ve zeminlere yapistinimast igin gelistirilmistir.
Ozellikle dis cephe 1s1 yalitim sistemlerinde ( ETICS) kullanilan tiim polistiren
yalitim levhalar ile uyumludur. Birgok yizey uyumu ve elastikiyet 6zelligi giicli
yapismay! saglamaktadir.

Standart uygulama:
Yaltim levhalannin bir cok yapi yiizeyine yapistinimasi (EPS, XPS, PIR, PUR)
Zemin ve cati uygulamalannda, bir teneke, 25 kgllik toz yapistinciya es deger
uygulama yapma imkani verir.
Yalitim levha aralanindaki bosluklann doldurulmast ile 1si kaybinin 6niine
gecilmesi

Avantaijlari:
Temelden, catiya tiim yaliim uygulamalanna uyumlu ve kolay
Hizl ve kisa siirede izolasyon uygulamasi
Gicli yapisma
Genig uygulama 1s1 araligi
Polistiren levhalara ve birgok yapi malzemelerine giiglii ve saglam yapisma
Uygulama boyunca deformasyonu 6nlemek ve stabiliteyi saglamak icin
gelistirilmig formil
MDI (sagliga zararli gaz) salinimi yoktur — Gelistirilmis is Giivenligi*

STYRO 753 ADHESIVE

Tytan Professional STYRO 753 Adhesive for external thermal insulation is an adhesive
designed to fix EPS and XPS boards to facade walls, roof and foundations during the
external thermal insulation of buildings.The adhesive is compatible with all External Thermal
Insulation Systems (ETICS) available on the market used with foamed polystyrene
especially. Wide range of adhesion and elasticity gives confidence of strong bonding.

Typical application:

»  Bonding insulation materials (EPS, XPS, PIR, PUR) at External Thermal Insulation
Composite Systems.

> One can replaces 25 kg of powder adhesive for bonding insulation boards to
facades, foundations, roofs.

»  Sealing gaps between insulation boards by tightening insulation envelope prevent to
heatescape and thermal bridges formation.

Benefits:
p Easyand convenientapplication for external insulation from foundations to roof.

> Express and shorttime of insulation installation
»  Heavy-duty bond
P> Very wide scope of temperatures of application.
> Strct)ng ?nd durable adhesion to foamed polystyrene and other typical construction
materials.
D> Low pressure formulation ensure stability and prevent deformation during working.
»  Noemission of MDI-Improved work safety*
ICERIK AMBALAJ KOLIDEKI ADET ~ PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
750 mi Ku aerosol 4 624

* SP Provning Forskning Swedish Instute tarafindan sertifikalandinimistr.
* certified by SP Provning Forskning Swedish Institute.

TYTAN
PROFESSIONAL

STYRO UNI
PIPETLIi MANTOLAMA
KOPUGU

Tytan Professional 02 STYRO UNI i¢ ve dig cephe yalitim ve dekorasyon
levhalarinin diigey ve yatay olarak sabitlenmesi, yapistinimasi ve tamiratinda
kullanilir. Algipan, hafif dekoratif elementler, duvar izolasyon levhalar, gat,
zemin ve temellerde elementlerin (EPS, XPS, PIR, PUR) yapistinimasinda
uygulanabilir. Bir cok yapi elemani yiizeyine miikkemmel yapisma giictinden
dolay, bir cok uygulamada kullanima uygundur.

Standart uygulama:
Yalitim levhalarinin bir ok yapi yiizeyine yapistinimasi
Yalitim materyallerinin yatay ve dikey yapistinimasi
Yalitim levha aralarinin ve catlaklarinin izolasyonu
Dekoratif elementlerin ve panellerin yapistinimasi

Avantajlar::
Polistren ve bir gok yapI malzeme yiizeyine giiclii ve dayanikh yapisma
Ist iletkenliginin dustrir
Is1 yaltimini arttinr
Mantar ve kif olusumunu azaltir
Genis kullanim alani (Yatay, diisey, i¢ mekan, dis mekan)
Galisma siresini azaltir
MDI (saghga zararl gaz) salimmu yoktur — Gelistirilmis i§ Gvenligi*

STYRO UNI ADHESIVE

Tytan Professional STYRO UNI is an adhesive recommended for fixing, repairing and
bonding internal and external insulation, decorative boards in vertical and horizontal
applications. It can be applied to plasterboards, panels, lightweight decorative elements,
wall insulation boards, fagades, foundations and roofs (EPS, XPS, PIR, PUR). Tytan
Professional Styro UNIis suitable for so many jobs because of excellent adhesion to typical
construction materials.

Typical application:

P Bonding insulation materials (EPS, XPS, PIR, PUR). to most popular building materials.
» Bonding insulation to horizontal and vertical surfaces

D Sealing cracks in walls and between insulation boards

»  Bonding decorative elements, panels

Benefits:

Strong and durable adhesion to foamed polystyrene and other typical construction
materials

Reduces thermal bridges

Increases thermalinsulation

Decreases growth of fungi and mildew

Wide range of applications (horizontal, vertical, internal, external)
Increases work time efficiency

No emission of MDI - Improved work safety*

v

VVVVVY

ICERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
750 mi Kut aerosol 4 624
* SP Provning Forskning Swedish Instute tarafindan sertifikalandinimistr.
* certified by SP Provning Forskning Swedish Institute. II :3



PROFESSIONAL

HARC

THINBED MORTAR

e
TYTAN T
PROFESSIONAL - -

S
EURO HARG

Ince tabaka harci PU bazli olup, nemiile kiirlesmektedir. Duvar 6rme esnasinda
yapi elemanlarinin yapistirimasi igin dizayn edilmistir. Bina cephe duvarlarinin
yanisira bélme duvarlarinin ériilmesinde kullanilabilir. Tytan Professional Euro
Harg: TLMB sinifi gazbetonlar ve TM kategorisi seramik tuglalar i¢in dizayn
edilmigtir.

Standart uygulama:
Bina ve ev ingaatlarinda: yapi duvar ve bdlmelerin érilmesinde

Avantajlar::

TASARRUF: Yiiksek calisma hizi, daha diisiik maliyet, maksimum
duvar orgu verimliligi

SAGLAMLIK: Ustiin yapistirma giicil, yiik transferinde yiiksek esneklik

DAYANIKLILIK: kars! yiiksek direng, Yiksek suya dayanim, Mantar
ve kiif olusumuna direncli

YALITIM: Yuksek enerji etkinligi, Isi kaybini dnler

THIN BED MORTAR

Thin bed mortar is based on polyurethane foamed mass which cures in reaction with
moisture. The product is designed for bonding construction materials in bricklaying. It can be
used for bricklaying perimeter walls as well as partition walls. Tytan Professional Thin Bed
Mortar was designed for use with: calibrated cellular concrete (TLMB class) and calibrated
ceramic bricks (Tm deviation category).

Typical application:

> Building single-family and multi-family housing: bricklaying construction walls and
partition walls

Benefits:
P SAVINGS: High working speed, lower investment costs, maximum bricklaying
efficiency

»  DURABILITY: High bonding strength, high flexibility in load transfer

»  RESISTANCE: High frost resistance, high water resistance, resistance to fungi and
mildew

»  WARMTH: High energy efficiency, blocks heat loss

ICERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
750 mi Kuw aerosol 45 624
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BOND GiicLi / STRONG

2
Yiiksek yapisma giiciine sahip cok amagli tabanca PU Képiik ingaat yapistirici. 50 0 kgldm
Birgokinsaat malzemesiile uyumiudur. _ yapistirma saglar / adhesion to concrete
Standart uygulama:
Cesitli tadilat ve onanim islerinin yani sira, yeni ingaatlarda

Algipan ve montajinda I'"ZI.I I FAST

Kiigiik tugla islerinde

Pencere esikleri ve pervaz montajinda 15 dak'ka I min.

Gatida membranlar bitiim 1s1 yaltimi levhalar montajinda ilk kirlesme / initial cure
Kuguk yaltim islerinde
Dekoratif elemanlarin yapistirmasinda

Ahsaplari yapistirmadan i E'I'KI“ I EFHGIENT

Merdiven basamagi montajinda

A0 metre / meters

Avantajlari: 2
uzunlugunda yapisma hatti / of bond

HIZLI - sadece 15 dakikada kiirlesir

GUGLU - 500 kg / dm2 yapisma saglar TR ORI
— e e e —

VERIMLI - 40 metre yapigtirici

Duisiik basingh formlii sayesinde i sirasinda ve sonrasinda
elemanlarin deforme olmasini engeller

BON

Gun & Straw multipurpose construction adhesive with high adhesion. Joining many materials
and substrates

Typical application:

Foruse inrepairs, finishing as well as the construction of new buildings
Installation of Gypsum plaster board

Minor bricklaying jobs

Installation of window sills

Mounting thermoinsulation to bitumen membranes on the roof
Minorinsulating jobs

Bonding decorative elements

Bonding wood

= Mounting/bonding stairs e o
Benefits: mq"‘z‘""j

VVVVVVVVYY

D FAST-only 15 minutes forinitial cure
> STRONG - even 500 kg/dm2adhesion to concrete . £,
> EFFICIENT - one cane 40 meter of adhesive bead % <\
P> Low pressure formulation ensures stability and prevents deformation of the S
elements during and after work 2
» In many applications, alternative to the use of adhesiv,
fixings . \ :
IGERIK AMBALAJ KOLIDEKi ADET | PALETTEK| ADET
CONTENTS PACKAGING PER BOX | PER PALLET
| Kutu aerosol
| 750m Mo oy |12 624 5

| \§
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GENEL AMACGLI

SILIKON VE VIASTIKLER

General Purpose
Sealants & Acrvlics

Manufactured according to ISO 11600 standards
High, consistent quality,

Designed according to user requirements

Tested according to international standards: 1S0,
DIN, ASTM

vvvyy

16

ISO 11600 standartlarina gore Gretim

Siirekli yiksek kalite

Kullanici ihtiyaglarina gore dretim

ISO, DIN, ASTM normlarina gore test edilmistir

Selena Silikonlar, ingaat iglerinde kullanilan birgok
malzemeye Gstin yapigma ozelligine sahiptir. Nem, mantar,
kuf ve 1s1 degisim dayanimlar yiiksek olarak tretilmigtir.
Hava kosullarina ve UV isinlanina karsi da yiksek dayanima
sahiptir.

Selena Silikonlaninin kolay kullanim ve genis renk yelpazesi

kullanicilara ilave avantaj saglamaktadir.

Kiirlesen ve notr asetat yontemi ile dretilen Selena
Professional silikonlari ingaat, nakliye ve endiistriyel alanlarda
genis kullanima sahiptir:

Sihhi tesisat ve sulama kanallarinda

Cam montajinda

ingaat catlak ve birlesim noktalarinda

Kapi ve pencere montajinda

Havalandirma ve sogutma sistem montajlarinda

Ve diger sektorlerde

Selena silicones retain excellent adhesion to most common
materials used in construction. They are characterized by high
resistance to: moisture, mold and fungi, changing the
temperature. They also have very good resistance to changing
weather conditions and UV rays.

An additional advantage is the ease of Selena silicon applications,
and a large variety of available colors.

Selena Silicones are produced through both a cure and neutral
acetate, which allows their multiple use in construction, transport and
industry, for sealing and grouting:

Sanitation and water supply

Glass design

Construction joints and cracks

When installing doors and windows

When installing air conditioning and refrigeration
Others

VVVVVY
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UNIVERSAL
SiLIKON 310 ml

ingaat ve ev islerinde dahili, harici yaltim ve birlestirme uygulamalari icin
tavsiye edilir.
Standart uygulama:

Baglanti ve genlesme noktalarinda

Kapi ve pencere gerceveleri, vitrinler, ahgap paneller ve isaret
levhalaninin etrafinin yalitiimasinda

Cami cama, cami aliiminyuma birlestirmede kanal, cam iglerinde,
mutfak ve banyodaki yalitim igleri

Klima sistemlerinin yalitiminda

Avantajlar:
Kiiflenme, yosunlanma ve mantar olusmaz
Bir cok kimyasal, temizlik maddeleri ve deterjanlara dayanikli
Cok iyi mekanik dayanim
Mukemmel sekil alma
Kalici renkler

ISO 11600 standardi F tipi, 20LM sinifi silikon
Renk: seffaf, beyaz, gri, kahverengi, siyah

UNIVERSAL SILICONE 310ML

Silicone sealant recommended for interior and exterior sealing and bonding in
constructionand household.

Typical application:

B Connection and expansion joints

P Sealing around door and window frames, shop windows, boards and signs

P Bonding glass to glass and to aluminium; duct work, glazing, kitchen and bath sealing
»  Sealingin air conditioning systems

Benefits:

Preventing growth of mould, fungus and algae

Resistantto many chemicals, cleaning agents and detergents
Very good mechanical strength

Excellent tooling and compact body

Permanent colours

VVVVYY

IS0 11600 standard for F type, 20ML class sealant
Available colours: transparent, white, grey, brown, black

IGERIK AMBALAJ KOLIDEKI ADET ~ PALETTEKi ADET
CONTENTS ~ PACKAGING PER BOX PER PALLET
310mi e e 2 2400

POLYFIX

UNIVERSAL
SILIKON 280 mli

Genel ev aletlerinin sizdirmazligi ve yapistinimasinda sicakiiga ve UV iginlarina
dayanikl, asetik silikon kullaniimasi tavsiye edilir.

Standart uygulama:

Banyolarin, lavabolarin, dus kabinlerinin ve havuzlarn etrafindaki
baglantilarda

Kullanma ve atik su sistemlerinin, PVC borularin yalitiminda
Soguk hava depolar ve konteynerlerin yalitiminda

Avantajlar:
Gozeneksiz yiizeylere milkemmel tutunma
Kalici renkler
Kolay uygulama
Fungusit igerir
Kuruduktan sonra esnektir
Yiiksek is1 dayanimi

ISO 11600 standard F tipi, 20LM sinifi silikon mastik
Renk: seffaf, beyaz, gri, kahverengi, siyah

UNIVERSAL SILICONE 280ML

Acetoxy silicone sealant recommended for general household sealing and bonding where
thermal and UV resistance is required.

Typical application:

P Connections around sinks, baths, washbasins, shower cabs and pools
D> Sealing water supply and sewerage systems, PVC pipes
p  Sealing in cold storage rooms and containers

Benefits:

Excellent adhesion to non-porous surfaces
Permanent colours

Very easy application

Contains fungicides

Elastic after full cure

Good thermal resistance

1SO 11600 standard for F type, 20LM class sealant
Available colours: transparent, white, grey, brown, black

VVVVYVYY

IGERIK AMBALAJ  KOLIDEKI ADET ~ PALETTEKi ADET
CONTENTS  PACKAGING PER BOX PER PALLET

Kartug
280 ml Cartridge 24 2400

17



POLYFIX

POLYFIX

UNIVERSAL
SiLIKON 280 gr

Genel ev aletlerinin sizdirmazligi ve yapistinimasinda sicakliga ve UV iginlarina
dayanikli, asetik silikon kullaniimasi tavsiye edilir.

Standart uygulama:

Banyolarin, lavabolarin, dus kabinlerinin ve havuzlann etrafindaki
baglantilarda

Kullanma ve atik su sistemlerinin, PVC borularin yalitiminda

Soguk hava depolari ve konteynerlerin yalitiminda

Avantajlari:
Gozeneksiz yiizeylere milkemmel tutunma
Kalici renkler
Kolay uygulama
Fungusit icerir
Kuruduktan sonra esnektir
Yiksek 1s1 dayanimi

ISO 11600 standardi F tipi, 20LM sinrfi silikon mastik
Renk: seffaf, beyaz, gri, kahverengi, siyah

UNIVERSAL SILICONE 280GR

Acetoxy silicone sealant recommended for general household sealing and bonding where
thermal and UV resistance is required.

Typical application:

P Connections around sinks, baths, washbasins, shower cabs and pools
D> Sealing water supply and sewerage systems, PVC pipes
»  Sealing in cold storage rooms and containers

Benefits:

Excellent adhesion to non-porous surfaces
Permanent colours

Very easy application

Contains fungicides

Elastic after full cure

Good thermal resistance

1SO 11600 standard for F type, 20LM class sealant
Available colours: transparent, white, grey, brown, black

VVVVYVYY

IGERIK AMBALAJ KOLIDEKi ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
280 gr fartiage 2 2400
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POLYFIX

SILIKONIZE
MASTIK 500 gr

i¢ ve dis mekanlarda kiife dayanikl mastik.

Standart uygulama:

Ahsap, a1, polikarbonat ve PVC gibi ingaat elemanlarinin
birlesim yerlerinde

Kapi ve pencere gergevelerinde
Aliminyum ve camin birlesim noktalarinda

Avantaijlar:
Gozenekli ve gozeneksiz yiizeylerde milkemmel tutunma
Kuruduktan sonra esnek.
Su ile temizlenebilir
Boyanabilir
Gokme ve catlama gorilmez

Renkler: Beyaz, Gri, Kahverengi, Altinmese renk segenekleri

SILICONIZED ACRYLIC SEALANT 500GR

Sealant for mildew-resistant sealing indoors and outdoors.

Typical application:

> Sealing around door and window frames

Sealing between aluminium and glass

Joining and sealing various building materials: wood, plaster, polycarbonate
and uPVC

> Filling and sealing fissures be fore painting

vwv

Benefits:

Excellent adhesion to porous and non-porous materials
Flexible, once cured.

Water clean-up

Paintable

No cracking, no sag

VVVYVYyY

Available Colors; White, Grey, Brown, Golden Oak colors

IGERIK AMBALAJ KOLIDEKi ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
500 gr Cartide 24 2400



GENERA PURPGSESIL'.['.I’.’INE .

HAUSER

GENEL AMACGLI
SILIKON 280GR

Genel amagl silikon, gozeneksiz yiizeyleri rutubete ve hava kosullarina karsi
korur. Dahili ve harici yalitim ve yapistirma uygulamalariicin kullanilir.

Standart uygulama:

Mutfak ve banyolarda kapi, pencere cergevelerinin, vitrinlerin, isaret
levhalarinin ve kablo kanallarinin etrafinin yalitiimasinda

PU kopiiklerin giines I1s1§ina karsl korunmasinda Kiigiik tamiratlarda
Ve ev esyalaninin yenilenmesinde

Avantajlari:

Gozeneksiz yiizeylerde iyi tutunma saglar
Kolay uygulanir

Fungusit icerir

Tamamen kuruduktan sonra esnektir

Renk: seffaf, beyaz

GENERAL PURPOSE SILICONE 280GR

Multi-purpose silicone for interior and exterior sealing, bonding and protecting of non-
porous surfaces against moisture and air penetration.

Typical application:

» Sealing around door and window frames, shop windows, signs and cable ducts, in
kitchens and bathrooms

»  Protecting PUfoam against sunlight

»  Smallrepairs and household renovation

Benefits:

»  Goodadhesion to non-porous surfaces
»  Easyapplication

»  Contains fungicides

p  Elastic afterfull cure

Available colours: transparent, white

IGERIK AMBALAJ KOLIDEKi ADET  PALETTEKi ADET

CONTENTS PACKAGING PER BOX PER PALLET
Kartu

280 gr cartridge 24 2400

B SILICOMIZED ACRYLIG

HAUSER

SILIKONIZE
MASTIK 4A80GR

i¢ ve dig mekanlarda kiiflenmeye karg! dayanikl mastik.

Standart uygulama:

Pencere gergevelerinin izolasyonu
Pencere kenarlari, basamaklar, tavan ve duvar birlesim yerlerinde
Aliminyum ve camlarin izolasyonunda

Ahsap, siva, UPVC gibi cesitli yapi malzemelerinin birlestirimesi ve
izolasyonu igin uygundur.

Avantajlari:

Kirlestikten sonra boyanabilir
Uriinde kinima ve akma gergeklesmez

Renkler : beyaz, altinmese, kahve, siyah, gri

SILICONIZED ACRYLIC 4B0GR

Sealant for mildew resistance sealing indoor and outdoor.

Typlcal application:
Sealing of window frames

> Joints between windowsills, stairs, ceiling and walls

P Suitable forall sealing between aluminium and glass

P Joining and sealing of various building materials, such as wood and plaster
and UPVC.

Benefits:

»  Paintable after curing
»  Product is not cracking and not sagging

Available colours: white, oak, brown, black, grey

ICERIK AMBALAJ  KOLIDEKi ADET PALETTEKi ADET
ONTENTS ~ PACKAGING  PER BOX PER PALLET

Kartu
800 cafidge | 24 2400
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OZELAMAGLI
SILIKONLAR

SPECIAL PURPOSE
SILICONES

oo e A

| iCiN MAKSIVMIUIVI PERFORMIANSA
SAHIP N Tm-_,,ﬁ ILIKON VE POLIURETAN MASTIK

MAXIMUM PERFORNANCE PU SEALANT AND
NEUTRAL SILICONE FOR CONSTRUCTIONS




TYTAN

PROFESSIONAL

LT SR

NEUTRAL

TYTAN
PROFESSIONAL

NOTR CEPHE
SILIKONU

Binalarda ve cam yiizeylerde uygulanabilen UV iginlan, sert hava kosullari ve
kiife dayanikli genis kullanim alanli bir Griin.

Standart uygulama:
Kapi ve pencere gerceve ile camlar arasinda yalitim
Banyolarin, lavabolann ve dug kabinlerinin etrafindaki baglanti yerlerinde
Metal veya camdan yapilan bélme duvarlannin yaltiminda
Yiiksek yapilardaki esneyebilir dolgu alanlari

Avantajlari:
Gozenekli ve gozeneksiz yiizeylerde miikemmel yapisir
Metallerin ve kiregli yiizeylerin paslanmasina sebep olmaz
Kokusuzdur
Kuruduktan sonra siiper esneklir
Yiiksek ve disik sicakliklardan etkilenmez
UV iginlarina ve hava kosullarina milkemmel dayaniklidir
Dig ve i¢ mekanlarda uygulanabilir

ISO 11600 standardi F&G tipi, 20LM sinifi silikon
Renk: seffaf, beyaz, gri, kahverengi, siyah

NEUTRAL SILICONE

Mildew-resistant product for a wide range of building and glazing applications, high
resistance to UV, mounture and extreme weather conditions .

Typical application:

P Jointsealing between glazing and window- or door frames

P Connections around sinks, baths, washbasins, showers, cabs and pools
»  Sealing partition walls made of metal or glass

Benefits:

Excellent adhesion to porous and non-porous surfaces
Does not cause corrosion of metals or limestone surfaces
No odour

Highly elastic after cure

Unaffected by high or low temperatures

Excellent UV and weather resistance

Interior and exterior use

VVVVVYVYY

IS0 11600 standard for F&G type, 20LM class sealant
Available colours: transparent, white, grey, brown, black

ICERIK AMBALAJ KOLIDEKi ADET  PALETTEKi ADET

CONTENTS PACKAGING PER BOX PER PALLET
Kartu

310 ml Cartrdge 24 1440

TYTAN
PROFESSIONAL

PL-a0 :
POLIURETAN MASTIK

Tek bilesenli, hava nemi ile kiirlesen politiretan esasl sizdirmazlik malzemesidir. Yapi
malzemeleri, tugla, seramik, cam, ahsap, galvanize sac, boyall sac ve birgok plastik
ylizeye giicli yapigma 6zelligine sahiptir.

Standart uygulama:

in§aal sektoriinde yapi elemanlan arasindaki birlesim yerlerinin doldurulmasinda
PVC pencere dogramalarinin montajinda

Ahgap kapi ve pencere montajinda duvarla dograma arasinda kalan bogluklarda
Prefabrik yapi elemanlarinin birlesim yerlerinde

Prekast beton bloklarin arasindaki acik birakilan galisma paylarinin kapatiimasind

Avantajlar::

Tiim ingaat malzemelerine giilii yapisma saglar
%25 hareket kapasitesine sahiptir.

Akma ve Gekme yapmaz

Kir tutmaz

Kalici elastikiyete sahiptir

Boyanabilir

PU-40 PU SEALANT

One-component, medium-modulus polyurethane sealant that cures on exposure to
atmospheric humidity. It has adhesion to all typical construction materials such as cement
based materials, brick, ceramic, glass, wood, galvanized and painted iron and various
plastics.

Typical application:
»  Expansion joints between many different construction materials
Movement and connection joints in floors

: Joints between prefabricated construction materials
> Sealing and bonding of ventilation ducts, gutters and spouts etc.
> For expansion joints between pre-cast concrete panels
Benefits:
P Strong adhesion to all construction materials
P 25 % movement capability
D Possesses permanent elasticity
P No sagging and No shrinkage
» Do not pick up dirt
» Paintable
ICERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
280 ml e 12 1600
600 ml o ot 12 768
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TYTAN
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TYTAN
PROFESSIONAL
SOMINE SILIKONU
(+1250°C)

Gatlaklarin, birlesme noktalarinin kalici tamiri ve dolgusu igin yangina dayanikli
mastik.

Standart uygulama:
Ocak, finn, brilor, baca, mangal ve havalandirma kanallarnnin gatlak
ve birlesme noktalarinin tamirinde ve dolgusunda

Otomobil ve motosikletlerin egsoz sistemlerinin tamiratina uygun

Avantajlari:
Ist dayanimi +1250°C'ye kadar
Kalici yalitim
Gatlamaz ve dokilmez
Tugla, metal ve ¢cimentoya mikemmel tutunma
Asbest icermez

Renk: gri- siyah

FIREPLACE SEALANT +1250°C

Fireproof sealant for permanent repairs and filling of cracks, joints and fissures.

Typical application:

> Repairs and filling of cracks or joints in fireplaces, stoves, burners, chimneys, grills
and ventilation ducts

p»  Suitableforrepairs of exhaust systems of cars and motorbikes

Benefits:

Heat-resistant up to +1250°C

Permanent seal

Does not crumble or crack

Excellent adhesion to metal, brick and cement
Asbestos-free

\AAAA4

Available colours: grey-black

IGERIK AMBALAJ KOLIDEKI ADET  PALETTEKI ADET
CONTENTS PACKAGING PER BOX PER PALLET
310mi s e 2 1440
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AKVARYUM VE CAM
SiLIKONU

Akvaryum ve cam silikonu, cam profillerin, terraryumlarin ve kigiik cam
yapilarin tamiratinda ve yapiminda kullanilir.

Standart uygulama:
Akvaryumlann konstrilksiyonunda
Akvaryumlarin ve terraryumlarin yalitiminda ve tamiratinda
Cam ve aliminyum arasindaki yaltimda
Vitrinlerin, camlarin ve i tezgahlannin birlestirimesinde

Avantajlari:
Aliminyum, cam dosemelerde, kaplanmig yiizeylerde, seramik, cam ve
kaygan yiizeylerde guclii yapisma

Su gegirmez
Baliklar,siiringenler ve amphibianlar igin zararsizdir
Gatlamaz ve cekmez
Yiksek mekanik dayaniklilik
Raf omrii 24 ay
ISO 11600 standardi F&G tipi, 20LM sinifi silikon
Renk: seffaf, siyah

AQUARIUM & GLASS 100% SILICONE

Silicone sealant for construction and repairs of aquariums, terrariums, profile glass,
display cabinets and small glass constructions.

Typical application:

P Construction of aquaria

D Sealing and all repairs of aquariums and terrariums
D Sealing between glass and aluminium

»  Bonding window displays and shop boards

Benefits:

Strong adhesion to glass and smooth surfaces, such as: aluminium, glazing
tiles, coated surfaces, ceramics and most plastics

Watertight seal

Safe for fish, reptiles & amphibians

No crack or shrink

Very good mechanical strength

Shelf life - 24 months

VVVVYYVY V

IS0 11600 standard for F&G type, 20LM class sealant
Available colours: transparent, black

IGERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
310mi s e 2 1440
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PROFESSIONAL

TYTAN
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BANYO
siLikoNnu

Sihhi tesisat silikonu mutfak ve banyolarda yalitim ve yapistirma uygulamalari
icintavsiye edilir.

Standart uygulama:
Banyolarin, lavabolarin, dus kabinlerinin, kiivetlerin ve havuzlann etrafinin
yalitiminda

Kullanma ve atik su sistemlerinin yapistinimasinda
PVC boru ve fayanslarin yaliim ve yapistirma uygulamalannda

Avantaijlari:
Antibakteriyeldir- kiiflenme, yosunlanma ve mantar olusmaz
Bir cok kimyasala, temizlik maddelerine ve deterjanlara dayanikli
Cam, aliiminyum, fayans, seramik, ahsap, plastikler ve diger
gozeneksiz yiizeylerde mikemmel tutunma
Cok iyi mekanik dayanim
Mikemmel sekil alma
Kalici renkler

ISO 11600 standardi F&G tipi, 20LM sinifi silikon mastic
Renk: seffaf, beyaz, gri, siyah, kahverengi

SANITARY SILICONE

Silicone recommended for sealing and bonding in kitchens and bathrooms.

Typical application:

P Sealing around sinks, baths, washbasins, showers, cabs and pools
b Sealingand bonding in water supply and sewerage systems

»  Sealingand bonding PVC pipes and ceramic tiles

Benefits:

Antibacterial — preventing the growth of mould, fungus and algae

Resistant to many chemicals, cleaning agents and detergents

Excellent adhesion to glass, aluminium, glazing tiles, ceramics, wood, most
plastics and other non-porous surfaces

Very good mechanical strength

Excellent tooling and compact body

Permanent colours

VVVVYVYVYY

1S0 11600 standard for F&G type, 20LM class sealant
Available colours: transparent, white, grey, black, brown

IGERIK AMBALAJ KOLIDEKI ADET  PALETTEKi ADET
CONTENTS PACKAGING PER BOX PER PALLET
310mi o e 2 1440
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Hizli / Fast
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FAST FIX

Tum Kosullara; Tim Malzemelere Uyumlu

5 saniyede yiiksek ilk tutma giicliine sahip,

MS Polimer bazli ve biitin montaj isleri ve tamir isleri igin
tasarimlanmis ileri teknolojik yapistirici.

Tum insaat malzemesine (PE, PP, Teflon haric) yapisma o6zelligine
sahiptir. Solvent ve izosiyanat icermez.

Hizli itk tutunma - 5 saniye
Esnek baglanti

Yiksek nihai mukavemet
Su gegirmez

UV'ye dayaniklidir

Ic ve dis

ALL materials/ ALL conditions

MS Polymer-based adhesive with very high initial tack (5 sec.),

designed for all mounting and finishing works.

Superior adhesion to all types of building materials (except PE, PP, Teflon).
Contains no solvents and isocyanates.

Fast initial tack - 5 sec.
Flexible joint

High final stren
Waterproo

= 4

INC

KUTUiGi ADET/ |  PALETIGIADET/ |
PIECES INACARTON |  PIECES IN A PALETTE

' BEYAZ/WHITE | | 1440

.

k2 Ay




Tim Kosullara; Tim Malzemelere Uyumlu

MS Polimer bazli yiiksek kaliteye sahip yapistirici. I¢ ve dis mekanlarda kullanilir.
Dogal taslar, tugla, kiremit, beton, cam, ahsap, polistren, plastik malzemelerle
uyumludur. Saglam ve esnek bir yapisma saglar. Sert hava sartlarina karsi dayaniklidir.
Solvent ve izosiyanat icermez.

Yiksek nihai mukavemet

Su gecirmez

Sac levha, sentetik malzeme veya cam v.b.

Gozenekli ya da gozeneksiz yluzeylere mikemmel tutunma saglar
UV'ye dayaniklidir

TRANSPARENT & STRONG & FLEXIBLE
High quality product based on MS polymer, recommended for strong bonding and sealing

of building materials, for interior and exterior works. Excellent adhesion to almost all
substrates, e.g. natural stone, brick, concrete, glass, wood, polystyrene, plastics.

Bonds & seals all materials
High final strength

Waterproof | e KUTU ici ADET / PALET iCi ADET /

/ GERIK / CAPACITY
Both porous and non-porous a—_— PIECES INACARTON |  PIECES INA PALETTE
High resistance to UV radiation Transnarent 290 ml 12 1440

Cam / metal / plastik / seramik

Genel amacli kaucuk bazli yapistirici. Sunta, cita, ve politiretan kornisleri, pervazlari
yapistirmak icin kullanilir. I¢ ve dis mekanlarda kullanilabilir. Metale, tahtaya, betona,
tuglaya ve kiremite, cama, eramige mikemmel yapisma saglar.

Seffaf ve esnek baglanti

Yiksek Yapisma Guci

Gozenekli ve gozeneksiz ylizeylere miukemmel yapisma saglar
Kuruduktan sonra su gecirmez

INVISIBLE JOINT

Glass /Metal /Plastic /Ceramic

General purpose rubber-based adhesive, recommended for bonding of slats, panels,
boards, coffers, rosettes and cornices of plaster and polyurethane. Excellent adhesion
to wood, metal, concrete, brick, plastic, glass, ceramic.

Invisible joint
High bonding strength

Elastic joint L KUTU iGi ADET / PALET iCi ADET /
B N A R IR C I |« /COLOUR | IGERIK/CAPACITY | pipces 1N CARTON | PIECES IN A PALETTE
Waterproof after curing Tra%‘:fg'r/em 310 ml 12 1440
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Metal/ tahta/ plastik/ seramik

Kaucuk bazli cok amacli montaj yapistirici. i¢ ve dis mekanlarda kullanilabilir.
Beton, plaster, sunta, ahsap, al¢i, metal ve seramik malzemelere uygundur.

Yiksek Yapisma Glciine sahiptir
Gozenekli ve gozeneksiz ylizeylere mikemmel yapisma saglar
Kuruduktan sonra su gecirmez

STRONG JOINT

Metal/ wood/ plastic/ceramic

Multipurpose mounting adhesive based on synthetic rubber, excellent for all

types of finishing and renovation works, for interior and exterior.

Recommended for bonding: concrete, plaster, chipboard, wood, gypsum, metal, ceramic.

High strength
Excellent adhesion to most substrates, porous and non-porous
Waterproof after curing

- KUTU iGi ADET / PALET iGi ADET /
RENK /COLOUR { ICERIK/CAPACITY | pieces i A CARTON |  PIECES IN A PALETTE
BEJ/BEIGE 310 ml 12 1440

AYNAFIX /M

MONTAJ

Sentetik kauguk esasli ayna yapistiricisi. Aynalarin ve camlarin beton, siva,
sunta, ahsap, alci, tugla ve kiremit, seramik gibi yapi malzemelerine yapistirmasi icin
tavsiye edilir. Banyolar icin uygundur.

Ayna Sirrina Zarar vermez

Nem ve Rutubete dayaniklidir

I¢c ve dis mekanlarda kullanilabilir
MIRROR

High quality mounting adhesive based on synthetic rubber. Recommended for bonding
of mirrors & glass to typical absorbent substrates such as: concrete, plaster, chipboard,
wood, gypsum, brick, ceramic. Suitable for bathrooms.

_ KUTU iGi ADET / PALET iGi ADET /
RENK/COLOUR ~{ ICERIK/CAPACITY | pieces i A CARTON |  PIECES IN A PALETTE
BEJ/BEIGE 310 ml 12 1440

Moisture resistant
Neutral for mirror silver
Interior& exterior




J
FURNITURE ASSEMBLY

POLIURETANIN GUcU
Ahsap/ MDF/ sunta/ kontrplak

Solvent icermeyen, poliliretan esasli yapistirici. Ahsap ve benzeri malzemeleri, plastigi,
betonu, cimentoyu, plasteri, seramigi, tasi, mermeri, PU koplgind, polistreni,

cam yunund, v.s. yapistirmada kullanilir. Mobilyalarin ve ahsap yapilarin, Uretiminde
ve tamirinde kullanilir.

D4 - Suya karsi %100% dayaniklidir

Zimparalanabilir - Boyanabilir- Cilalanabilir

Gozenekli ve gozeneksiz bircok yapi malzemesine milkemmel yapisma saglar
I¢ ve dis mekanlarda kullanilabilir

STRENGHT OF POLYURETHANE
Wood/ MDF/ chipboard/ plywood

Solvent-free, polyurethane-based adhesive recommended for bonding wood and
its derivates plastics, concrete, cement, plaster, ceramics, stone, marble,
polystyrene foam, glass foam, etc. It is a versatile adhesive very useful in furniture,
stairs, wood constructions, garden furniture, ships, etc.

100% water resistance D4

Sandable - Paintable - Polishable RITTlic i

_ _ Ci ADET / PALET iGi ADET /
Excellent adhesion RENK/COLOUR | IERIK / CAPACITY (o pore |y o GARTON |  PIECES IN A PALETTE
Interior& exterior BEJ/BEIGE 300 ml 12 1440

HIZLI & GUCLU

Hizli siyanoakrilat yapistirici

Aktivatori sayesinde hizli yapistirma saglayan cok amacli yapistirici.

MDF profil kdselerinin yapistirilmasinda

Mobilya imalatinda ahsap materyallerin yapistirilmasinda
Plastik, metal ve kaucuk parcalari birbirine yapistirir
Yiksek yapistirma glici

Seoay
ACTIVATOR
MDF K

N FORRAS

CYANACRYLATE INSTANT ADHESIVE WITH ACTIVATOR

Extremely fast bonding with activator.
Universal usage. Adheres both smooth and absorbent surfaces.

Bonding MDF profile corners,
Bonding all wooden materials in furnutire industry

Adheres plastic, metal and rubber parts to each other
High bonding capability

KUTU iGi ADET / PALET iGi ADET/
PIECES INACARTON |  PIECES IN A PALETTE

seffay | 509r-+200mI 50 2,160

Transparent {4 60gr-+ 400m “ 1,500

RENK /COLOUR | iGERIK / CAPACITY
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CATILARICIN
PROFESYONEL URUN VE COZUIVILER

Mahya Bandi / Ridge Tape \
AluMat, AluGeo

PROFESSIONAL | . MahyaBandi/Ridge Tape
PRODUCT -? a =S

AN SOLUTION FOR
ROOF AND FUNDATIONS

1l " o
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Metal Gati Sizdirmaz
Metal Roof Sealant

K-Treme Fiber Gati Sizdirmaz Yapistiricisi
K-Treme Fibre Sealant

Gati Bandi
Tape

LT
4 RsTAPE |

&

B-l..m MaSl-k
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Cati Yapistinicisi
Roof nllheswe
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TYTAN
PROFESSIONAL

METAL CATI
SIZDIRVIAZ YAPRISTIRICI

Polimer ile guiclendirilmis bitim esashdir. Metal catilar
icin sizdirmazlik, tamir ve yenileme igleri igin dnerilir.
Aynca yaglanma direncini artirmak i¢in aliminyum
pigmentleri igerir.

Avantajlan:

“GUmiis” renginde kaplama saglar
Aliiminyum pigmenti yaslanma direncini artinr
Mikemmel yapisma saglar

Bitiimli malzemelerle uyumludur

Yiiksek ve dusik sicakliklardan etkilenmez
PN- EN 8339 standardini karsilar

Uygulamalar:

Gati bitirmelerinde, oluklarin sizdirmazliginda, baca ve havalandirma
kanallarinin tamiri ve onariminda

Metal levhalarin ve diger yapi elemanlarinin birlestirilmesinde énerilir

Metal Roof Sealant

Sealant for Metal Roofs is based on polymer modified bitumen
recommended for sealing, repairing and renovation and protecting of
joints, cracks and rents in all of roofing surfaces. Product contains
aluminum pigments to improve ageing resistance.

Benefits:

Aesthetic silver seal between metal sheets

High resistance to aging thanks to aluminum pigment
Excellent adhesion to dry and dump roofing materials
Wide range of roofing application

Compatible with bituminous materials

Durable and weatherproof seal

Unaffected by high and low temperatures

Meets standard of PN- EN 8339 norm

Applications:

Sealing flashings, gutters, under-gutter strips, chimneys and ventilation
ducts treatments

Joining metal sheets and combining with other structural elements
Finishing roof coverings made of metal sheets

Teknik parametreler / Technical parameters (23°C ve 50% nisbi nemde):

TYTAN 1

PROFESSIONAL I-v—.!agru
Sitom__
MagTik
j

BiITUM MASTIK =

Bitlim esasli ve birgok yapi yiizeyine ok iyi yapisir.
Uzun 6mdrlii ve suya dayanikli, siki eklem olusturur.

Avantajlan:

Polistirene zarar vermez

Beton, gelik, ham ahsap, tas ve tuglaya iyi yapisma saglar
UV ve hava kosullanina yiksek direng

Yiiksek ve disiik sicakiiklarda etkilenmez

PN- EN 8339 standardini kargilar

Uygulamalar:

Tim bitlim ylizeylerde sizdirmazlik ve tamir ilerinde

Bitiim kaplamalarin eklem ve catlaklaninin doldurulmasinda

Gati bitirmelerinde, bacalarda ve oluklarda sizdirmaziik saglar

Metal levhalarin birlestiriimesi ve diger yapisal unsurlar ile birlestirerek

Bitumen Roof Sealant

Bitumen Roof Sealant is bitumen based sealant for general roofing
application. Sealant has a very good adhesion to most common building
surfaces. Creates stable, durable and water resistant, tight joints.

Benefits:

Slump resistance

Permanently plastic

Does not damage polystyrene

Good adhesion to concrete, steel, raw wood, stone, brick
Very good resistance to UV and weather conditions
Resistant to scaling and shrinkage cracks

Unaffected by high and low temperatures

Meets standard of PN- EN 8339 norm

Applications:

Sealing and repairing damage bitumen surfaces

Filling joints, cracks and rents in roofing bitumen coverings,
Sealing flashings, chimneys and gutters

Emergency repairs to prevent water leakage

Joining metal sheets and combining with other structural elements

Teknik parametreler / Technical parameters (23°C ve 50% nisbi nemde):

Uygulama siiresi / Tooling time 15 - 30 min.
Kiirlesme siresi / Curing time 2-3mm/ 24h
Kayma Direnci / Slump resistance [mm] +50°C ISO 7390 >40
Uygulama Sicakhgi / Application Temperature +10- +35°C
Isi dayanimi / Temperature resistance -50 - +90°C
Uygulama Sicakli§i / Temperature resistance +5-+20°C

e KUTU iGi ADET / PALET iGi ADET/
RENK/COLOUR IGERIK/CAPACITY  pbyeces | A CARTON PIECES IN A PALETTE
SILVER 280 ml 12 1440
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Uygulama siiresi / Tooling time 8-30 min.
Kirlesme siiresi / Curing time 1-1,5 mm/ 24h
Kayma Direnci/ Slump resistance [mm] +50°C ISO 7390 >20

Kayma Direnci / Slump resistance [mm] +70°C ISO 7390 >5

Uygulama Sicakigi / Application Temperature +10- +35°C
Isi dayanimi / Temperature resistance -50 - +90°C
Uygulama Sicakligi / Temperature resistance +5-+20°C

I KUTU iGi ADET/ PALET iGi ADET /
RENK/COLOUR ICERIK/CAPACITY " bypoee N A CARTON  PIECES IN A PALETTE
BLACK 280 ml 12 1440
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CATIEN
YARISTIRICS!

CATI YAPISTIRICISI =

Tim catr igleri icin bir hibrid bazl yapistincidir.

Avantajlan: X ; GATI YARISTIRICISI

Hizli ilk tutunmaya ve yiiksek nihai mukavemete sahiptir

Metal gati ve PVC boru gibi gozeneksiz; ¢imento ve kiremit ROOF ADHESIVE
gibi gbzenekli yiizeylere glicli yapisma saglar —

Hassas yizeylere zarar vermez — solvent icermez

Esnek baglanti saglar

Sert hava kosullarina ve giines iginlarina dayanikhdir. oo :

Uygulamalar:
Yagmur oluklarinin delik ve gatlak onanminda. PVC, bakir ve galvanizli

celik malzemelere mitkemmel tutunma saglar. Hizh tutunma
Levha halindeki metal (Galvanizli sac, boyall titanyum yiizey)

malzemelerin gatidaki farkil yiizeylere yapigtnimasinda Fast initial grab Giiclii yamisma
Kiremit, briket ve metal ¢ati kiremitlerinin montaj ve yapistinimasinda “igh ﬁnal s"engm Esnek Ila!vllall“

Roof Adhesive Elastic joint

Tytan Professional Roof Adhesive is a hybrid based adhesive for all &

roofing works.

Benefits:

Excellent adhesion to roofing materials (lacquered and galvanized steel,
ceramic roof-tiles)

Resistant to extreme climate conditions

High elastic, Paintable and Odorless

Does not damage sensitive surfaces

Applicable on dry and moisture surfaces

Solvent-free, silicone-free and isocyanines-free

Applications:

Bonding gutter elements made of cooper, galvanized steel and PVC
Bonding raw, galvanised, coated and titanium zinc steel

Bonding ceramic, concrete, metal roof tiles

Fusing roofing brass and ceramic roof-tiles to various surfaces, such as
metal, brick, concrete or wood

Sealing dilatations and joints in roofing works

Teknik parametreler / Technical parameters:

Uygulama siiresi / Tooling time 10 — 20 min.
Kiirlesme siresi / Curing time 2-3mm/ 24h
Verimlilik / Productivity 200 - 350 g/m?
Uygulama Sicakhgi / Application Temperature +5-+30°C
Uygulama Sicakhgi / Temperature resistance +5-+25°C

I KUTU iGi ADET/ PALET iGi ADET /
RENK/COLOUR ICERIK/CAPACITY ' b\ pore N A CARTON  PIECES IN A PALETTE
GREY 310 ml 12 1440
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X-TREVIE FIBER
GATISIZDIRVIAZ YARISTIRICISI

ierisindeki fiber lifler sayesinde yaglanmaya kargi direngli, plasto-elastik, dayanikli ve esnek
baglanti saglar. Gozenekli ve gdzeneksiz yiizeylere mikemmel yapigir. Astar gerektirmez.
Kirlestikten sonra boyanabilir. YAGIS ALTINDA dahi kullanilabilir.

Avantajlan:

Yagmur sirasinda ayrica eksi sicakliginda uygulanabilir
Fiber ile giiclendirilmigtir

Boyanabilir

Bitiimli malzemeler ile uyumluluk

Su iginde uygulanabilir

Kif ve mantara kargl milkemmel direng

Uygulamalar:

Gati yuzeylerindeki gatlak ve yariklann tamiri icin kullanilir.

Ahgap, cam, beton, metal, PVC bitlim membran gibi farkli elemanlar birlestirmek ve yapigtirmak iin kullanilir.
-10°C’de ve su icerisinde dahi uygulanabilir.

X-treme Fibre Sealant

Creates plasto-elastic durable flexible joint, characterized with high resistance to aging. Excellent adhesion to
most substrates, both porous and nonporous. It does not require primer. After curing sealant is paintable
Sealant can be used during snow and rain.

Benefits:

Application during rain and also at minus temperature.

Fiber strengthened joint

Paint ability

Compatibility with bituminous materials

Possibility of applying to the surface completely submerged under water
Excellent resistance to mildew and fungus

Applications:

Surfaces with different thermal expansion

Sealing flashings, metal sheets, tiles

Combining various elements of the substrates ie. wood, glass, concrete, metal and plastics
Sealing cracks and crevices in roof coverings

Sealing concrete, plaster, metal, and plastics

Teknik parametreler / Technical parameters (23°C ve 50% nisbi nemde):

Uygulama siiresi / Tooling time 2-10 min.
Kiirlesme siiresi / Curing time 1-1,5mm/ 24h
Esneklik (Kopma uzamasi) / Elasticity (Elongation at break) ISO 37 | 110%
Gekme mukavemeti / Tensile strength 1SO 37 0,75
Sertlik / Hardness of Shore ISO 868 20
Uygulama Sicakhgi / Temperature resistance -10 - 40°C
Sicaklik direnci / Temperature resistance -20 - +90°C
Uygulama Sicakli§i / Temperature resistance 0-+25°C
N KUTU iGi ADET / PALET iGi ADET /

RENK/COLOUR IGERIK/CAPACITY  peees |y ACARTON  PIECES IN A PALETTE
TRANSPARENT

GREY 280 12 1440
TRANSPARENT

GREY 310 ml 12 1440
TRANSPARENT

SRy 1kg 6 460
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DUVAR DiBI
BANDI 3D

icin tasarlanmus, butil yapistinici ile kaplanmig aliminyum's
cati band..

Avantajlan:

Kabartmali (3D) yiizeyi sayesinde uygulanan yiizeyin seklini alir
Kuvvetli yapisma saglar

2 kati sayesinde gines Iginlarina dayanim

Uygulama Alanlar::
Metal, plastik ve ¢cimento bazl gati malzemelerinin tamirinde kullanilir.
Gati pencere, metal levhalarin ve oluklann izolasyonunda

Chimney Tape 3D

Aluminum roll, fully coated with a butyl adhesive backing for superior adhesion. It is
lighter and more flexible than lead or iron sheet, making it easier to handle and install.

Benefits:

3D profiled surface to easy and closely adjusting the tape to required shape
The backing film is cut in the middle for easy removal

Butyl adhesive provides immediate sealing

2 layers of UV resistant paint

Applications:

o~ W dormer

&£ ‘ Aliminyum Kalinligi / Aluminium Thickness 0,12mm

b |

VBB
IO VL Y
Lk Ry
AV e

TEKNIK BILGI / TECHNICAL DATA:

BOYUT KUTU iGi ADET / PALET iGi ADET /
TR EIT SIZE PIECES IN A CARTON PIECES IN A PALETTE
Kirmizi, Aluminyum, Antrasit 300mmx5m 1box = 1pcs 144

RED, ALUMINIUM, ANTHRACIT

35



PROFESSIONAL

TYTAN
PROFESSIONAL

VMAHYA BANDI GEO
(GEOTEXTILE)

Gati mahyalarinda su izolasyonu ve nem buharini

oOnlemek icin kullanilan ¢ati bandidir. Tasarimi sayesinde

catilan su ve nemden uzak tutarak havalandinimasini saglar.

Bant, dayanikli gecirgen kumas (Geotexstil) ve 30mm genigliginde
kendinden yapiskanli butil aliminyum seritlerle kaphdir.

Avantajlan:
Polyester cift dikigli Aliminyum ve kumas mahya bandi
Kabartmali aliiminyum sekli sayesinde yiizeylere yapisma saglar.

Uygulama Alanlar::
Egimli catilarin mahyalarinda su ve nem izolasyonu saglanmak igin

Roof Ridge Tape GEO (Geotextile)

Ridge Tape seals ridge against wind transported snow and rain in the same time
allows roof ventilation. Made from two stripes of pleated aluminum sheet and durable
permeable fabric (Geotextile). From the back side aluminum is coated with
self-adhesive butyl strips 30 mm wide.

Benefits:
Robust connection of aluminum and fabric thanks to glue and 2 firm polyester yarns.

Waved aluminum allows to adjust the tape shape to the tile
2 stripes of butyl adhesive

TEKNIK BILGI / TECHNICAL DATA:
Kumas / Textile Polyester dokunmamis kumas, yizey kiitle: 120gr/m?
polyester non-woven fabric, surface mass: 120g/m2
Aliminium Kalinhg / 0,12mm

Aliminium thickness
Kumas / Fabric Geotextile

Renkler / Colors Kirmizi, Gri, Antrasit

Brick (RAL 8004), Grey (RAL 8019), Anthracite (RAL 7021)

BOYUT KUTU iGi ADET / PALET iGi ADET /
RENKLCOSIE SIZE PIECES IN A CARTON PIECES IN A PALETTE
Kirmizi, Gri, Antrasit 300mmx5m 1box = 4 pcs 144

Brick (RAL 8004), Grey (RAL 8019),
Anthracite (RAL 7021)
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MAHYA BANDI VIAT
(PP KUMIAS)

Gati mahyalarinda su izolasyonu ve nem buharini 6nlemek
icin kullanilan cati bandidir. Tasarimi sayesinde gatilar su ve
nemden uzak tutarak havalandinimasini saglar. Bant, dayanikl
gecirgen kumas (Geotexstil) ve 30mm genigliginde kendinden
yapiskanli butil aliminyum seritlerle kaphdir.

Ozellikler:
Polyester ¢ift dikisli Aliminyum ve kumas mahya bandi
Kabartmali aliminyum sekli sayesinde yiizeylere yapigma saglar.

Uygulama Alanlar::
Egimli gatilarin mahyalarinda su ve nem izolasyonu saglanmasinda

Roof ridge tape MAT (PPtextile)

TYTAN PROFESSIONAL Ventilation Ridge Tape seals ridge against wind transported
snow and rain in the same time allows roof ventilation. Made from two stripes of
pleated aluminum sheet and durable permeable fabric (PPtextile). From the back side
aluminum is coated with self-adhesive butyl strips 30 mm wide.

Benefits:

Robust connection of aluminum and fabric thanks to glue and 2 firm polyester yarns.
Waved aluminum allows to adjust the tape shape to the tile

2 stripes of butyl adhesive

TYPICAL APPLICATIONS

B

AT

Kumas / Textile

A Kalinhgi / 0,12mm
Aliminium thickness

Kumas / Fabric

fab
Renkler / Colors Kirmizi, i
Brick (RAL 8004), Grey (RAL 8019), Anthracite (RAL

BOYUT KUTU iGi ADET / PALET iGi ADET /
SIZE PIECES IN A CARTON PIECES IN A PALETTE

Kirmizi, Gri, Antrasit 310mmx5m 1box = 4 pcs 144

Brick (RAL 8004), Grey (RAL 8019),

Anthracite (RAL 7021)

|
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GATI YALITIVI BANTI

Gati yalitim uygulamalari igin kullanilan,
yapigkan yiizeye sahip bitimlii aliminyum folyo.

Avantajlan:

Kolay uygulanir

Tum catr malzemelerine gugli tutunma saglar
Aliiminyum, Bordo ve Siyah Renklerdedir

Uygulamalar:
Metal, plastik ve gimento bazli gati malzemelerinin tamirinde kullanilir.
Gati pencere, metal levhalann ve oluklarin izolasyonunda

Roofing Sealing Tape
Self-adhesive bituminous waterproofing tape protected with aluminum film.

Benefits:

Versatile and easy to use
Excellent weather

Good initial tack and strong seal
Great adhesion

Available different colors

Applications:

Protection and repair of various types of roofs (metal, plastic, asbestos cement)
Sealing frames and skylights, parapets, glass and plastic structures

Sealing concrete seams, covering openings between

Window-frames and wall

repairing tiles, gutters, metal pipes, metal plate or ashestos cement roofs

TEKNIK BILGI / TECHNICAL DATA:

Standart kalinlik/ Standard Thickness 1,5mm
Aliiminyum Kalinhig / Aluminium Thickness 0,04mm
ilk Yapisma / First Tack Hemen / Immediately
Yapistirma maksimum / Maximum Bonding 24h.
Gekme mukavemeti / Tensile Strength 4,5kN/m
Su penetrasyonu / Water Penetration 0.3gr/ m? (24hours / 1 bar)
Su buhari direnci sd / Water Vapour Resistance sd >1500 m
Uygulama sicakli§i /Application Temperature > 5°C
Servis direnci / Service Resistance -30°C to +85°C
RENK /COLOUR SIE  PIEGES MACARTON PIECES I\ APALETTE
Kirmizi, Aluminyum, Antrasit 10cmx10m 1box = 3 pcs 324
RED, ALUMINIUM, ANTHRACIT
15cmx10m 1box =2 pcs 216
30cmx10m 1box = 1 pes 108
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NEFES ALAN
VIEMIBRAN 100

3 kath nem ve buhar gegirmeyen

cat membranidir. Yiiksek buhar

gecirgenligi sayesinde dogrudan izolasyo
malzemesine uygulanabilir. Dikigsiz PP ve
0zel film katmanlan sayesinde saglam su ve
nem izolasyonu saglar. Uygulanan gatinin
durumuna ve kosullara gére farkli yogunlukta
membranlar kullanilabilir:
100/120/130/145/160 gr/m?

Avantajlan:

Buhara kars Yiksek gegirgenlik
Su gegirmez

Yaglanmaya dayanikl

Uygulama Alanlar::
Egimli catilarda birlesim noktalarinda nem ve buhar yalitimi igin uygulanir.

Roof Membrane Tytan 100

Three-layer vapor-permeable roof membrane. Made of two layers of

polypropylene nonwove
permeability and water tightness of the underlay.

BENEFITS

highly vapor permeable
watertight

ageing resistant

TYPICAL APPLICATIONS
Ridges of the slope roofs

TEKNIK BILGI / TECHNICAL DATA:

d special functional film which ensures high vapor

Birim alan basina kiitle / Mass per unit area

700 g/m? (=10%)

Gerilme mukavemeti - boyuna (MD) /
Tensile strength - longitudinal (MD)

170N/50mm (=30%)

Gerilme mukavemeti - enine (CD) /
Tensile strength - transverse (CD)

9ON/50mm (=30%)

Uzama - boyuna (MD) / Elongation - longitudinal (MD)

55% (=40%)

Uzama - enine (CD) / Elongation - transverse (CD)

57% (£40%)

Tear resistance - nail shank; transverse (CD)

Yirtilma direnci - givi gévdeye; boyuna (MD) / 80N
Tear resistance - nail shank; longitudinal (MD)
Yirtlma direnci - ¢ivi govdeye; transvers (CD) / 80N

Su buhar transmisyon (Sd) / Water vapour transmission (Sd)

0,02m (£0,015m)

Su Gecirmezlik / Watertightness

W1

Yangina Tepki / Reaction to fire

Diisiik sicaklikta esneklik / Flexibility at low temperature

F
-20°C

SUNi YASLANDIRMA SONRASI:

Gerilme mukavemeti - boyuna (MD) / Tensile strength - longitudinal (MD)

125N/50mm (= 30%)

Gerilme mukavemeti - enine (CD) / Tensile strength - transverse (CD)

68N/50mm (= 30%)

Uzama - boyuna (MD) / elongation - longitudinal (MD)

35%(= 40%)

Uzama - enine (CD) / elongation - transverse (CD)

40%(= 40%)

Rulo Eni / Width

[ Rulo Uzunlugu / Length | Palet igi Adet / Pieces in a palette |

1,5m | 50m

50
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NEFES ALAN
VIEMIBRAN 120

3 kath nem ve buhar gegirmeyen

cat membranidir. Yiiksek buhar

gecirgenligi sayesinde dogrudan izolasyon
malzemesine uygulanabilir. Dikigsiz PP ve
0zel film katmanlan sayesinde saglam su ve
nem izolasyonu saglar. Uygulanan catinin
durumuna ve kosullara gére farkli yogunlukta
membranlar kullanilabilir:
100/120/130/145/160 gr/m?

Avantajlan:

Buhara kars Yiksek gegirgenlik
Su gegirmez

Yaslanmaya dayanikl

Uygulama Alanlar::

Egimli catilarda birlesim noktalarinda nem ve buhar yalitimi igin uygulanir.

Roof Membrane Tytan 120

Three-layer vapor-permeable roof membrane. Made of two layers of

polypropylene nonwove
permeability and water tightness of the underlay.

BENEFITS

highly vapor permeable
watertight

ageing resistant

TYPICAL APPLICATIONS
Ridges of the slope roofs

TEKNIK BILGI / TECHNICAL DATA:

nd special functional film which ensures high vapor

Birim alan basina kiitle / Mass per unit area

120 g/me (=10%)

Gerilme mukavemeti - boyuna (MD) /
Tensile strength - longitudinal (MD)

190N/50mm (=30%)

Gerilme mukavemeti - enine (CD) /
Tensile strength - transverse (CD)

120N/50mm (=30%)

Uzama - boyuna (MD) / Elongation - longitudinal (MD) 55% (+£40%)
Uzama - enine (CD) / Elongation - transverse (CD) 60% (+40%)
Yirtiima direnci - givi gévdeye; boyuna (MD) / 100N

Tear resistance - nail shank; longitudinal (MD)

Yirtlma direnci - givi govdeye; transvers (CD) / 100N

Tear resistance - nail shank; transverse (CD)

Su buhar transmisyon (Sd) / Water vapour transmission (Sd)

0,02m (£0,015m)

Su Gecirmezlik / Watertightness W1
Yangina Tepki / Reaction to fire E
Diisiik sicaklikta esneklik / Flexibility at low temperature -20°C

SUNi YASLANDIRMA SONRASI:

Gerilme mukavemeti - boyuna (MD) / Tensile strength - longitudinal (MD)

T40N/50mm (= 30%)

Gerilme mukavemeti - enine (CD) / Tensile strength - transverse (CD)

90N/50mm (= 30%)

Uzama - boyuna (MD) / elongation - longitudinal (MD)

40%(= 40%)

Uzama - enine (CD) / elongation - transverse (CD)

45%(= 40%)

Rulo Eni / Width

[ Rulo Uzunlugu / Length | Palet igi Adet/ Pieces in a palette |

1,5m | 50m |

50
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NEFES ALAN
VIEMIBRAN 130

3 katl nem ve buhar gegirmeyen

cat membranidir. Yiiksek buhar

gecirgenligi sayesinde dogrudan izolasyo
malzemesine uygulanabilir. Dikigsiz PP ve
0zel film katmanlan sayesinde saglam su ve
nem izolasyonu saglar. Uygulanan gatinin
durumuna ve kosullara gére farkli yogunlukta
membranlar kullanilabilir:
100/120/130/145/160 gr/m?

Avantajlan:

Buhara karsi Yiksek gegirgenlik
Su gegirmez

Yaglanmaya dayanikl

Uygulama Alanlar::

Egimli catilarda birlesim noktalarinda nem ve buhar yalitimi igin uygulanir.

Roof Membrane Tytan 130

Three-layer vapor-permeable roof membrane. Made of two layers of

polypropylene nonwove
permeability and water tightness of the underlay.

BENEFITS

highly vapor permeable
watertight

tear resistant

suitable for full sarking

TYPICAL APPLICATIONS
Ridges of the slope roofs

TEKNIK BILGI / TECHNICAL DATA:

d special functional film which ensures high vapor

Birim alan basina kiitle / Mass per unit area

130 o/m? (=10%)

Gerilme mukavemeti - boyuna (MD) /
Tensile strength - longitudinal (MD)

220N/50mm (=30%)

Gerilme mukavemeti - enine (CD) /
Tensile strength - transverse (CD)

T40N/50mm (=30%)

Uzama - boyuna (MD) / Elongation - longitudinal (MD)

55% (=40%)

Uzama - enine (CD) / Elongation - transverse (CD)

57% (£40%)

Yirtilma direnci - givi gévdeye; boyuna (MD) / 110N
Tear resistance - nail shank; longitudinal (MD)
Yirtlma direnci - ivi govdeye; transvers (CD) / 110N

Tear resistance - nail shank; transverse (CD)

Su buhari transmisyon (Sd) / Water vapour transmission (Sd)

0,02m (£0,015m)

Su Gecirmezlik / Watertightness

W1

Yangina Tepki / Reaction to fire

Diisiik sicaklikta esneklik / Flexibility at low temperature

E
-20°C

SUNi YASLANDIRMA SONRASI:

Gerilme mukavemeti - boyuna (MD) / Tensile strength - longitudinal (MD)

175N/50mm(=+ 30%)

Gerilme mukavemeti - enine (CD) / Tensile strength - transverse (CD)

106N/50mm (= 30%)

Uzama - boyuna (MD) / elongation - longitudinal (MD)

40%(= 40%)

Uzama - enine (CD) / elongation - transverse (CD)

50%(= 40%)

Rulo Eni / Width

[ Rulo Uzunlugu / Length | Palet igi Adet/ Pieces in a palette |

1,5m | 50m

50

40
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NEFES ALAN
VIEMIBRAN 145

3 kath nem ve buhar gegirmeyen

cat membranidir. Yiiksek buhar

gecirgenligi sayesinde dogrudan izolasyo
malzemesine uygulanabilir. Dikigsiz PP ve
0zel film katmanlan sayesinde saglam su ve
nem izolasyonu saglar. Uygulanan catinin
durumuna ve kosullara gére farkli yogunlukta
membranlar kullanilabilir:
100/120/130/145/160 gr/m?

Avantajlan:

Buhara kars Yiksek gegirgenlik
Su gegirmez

Yaslanmaya dayanik

Uygulama Alanlar::

Egimli catilarda birlesim noktalarinda nem ve buhar yalitimi igin uygulanir.

Roof Membrane Tytan 145
Three-layer vapor-permeable roof membrane. Made of two layers of

polypropylene nonwoven and special functional film which ensures high vapor
permeability and water tightness of the underlay.

BENEFITS

highly vapor permeable
watertight

ageing resistant

TYPICAL APPLICATIONS
Ridges of the slope roofs

TEKNIK BILGI / TECHNICAL DATA:

Birim alan basina kiitle / Mass per unit area

145 g/m? (=10%)

Gerilme mukavemeti - boyuna (MD) /
Tensile strength - longitudinal (MD)

240N/50mm (=30%)

Gerilme mukavemeti - enine (CD) /
Tensile strength - transverse (CD)

155N/50mm (=30%)

Uzama - boyuna (MD) / Elongation - longitudinal (MD) 55% (+£40%)
Uzama - enine (CD) / Elongation - transverse (CD) 62% (+40%)
Yirtiima direnci - givi gévdeye; boyuna (MD) / 125N

Tear resistance - nail shank; longitudinal (MD)

Yirtlma direnci - givi govdeye; transvers (CD) / 120N

Tear resistance - nail shank; transverse (CD)

Su buhar transmisyon (Sd) / Water vapour transmission (Sd)

0,02m (£0,015m)

Su Gecirmezlik / Watertightness W1
Yangina Tepki / Reaction to fire E
Diisiik sicaklikta esneklik / Flexibility at low temperature -20°C

SUNi YASLANDIRMA SONRASI:

Gerilme mukavemeti - boyuna (MD) / Tensile strength - longitudinal (MD)

195N/50mm (= 30%)

Gerilme mukavemeti - enine (CD) / Tensile strength - transverse (CD)

118N/50mm (= 30%)

Uzama - boyuna (MD) / elongation - longitudinal (MD)

40%(= 40%)

Uzama - enine (CD) / elongation - transverse (CD)

55%(= 40%)

Rulo Eni / Width

[ Rulo Uzunlugu / Length | Palet igi Adet/ Pieces in a palette |

1,5m | 50m |

50
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EFES ALAN
VIEMIBRAN 160

3 kath nem ve buhar gegirmeyen

gat membranidir. Yiiksek buhar

gecirgenligi sayesinde dogrudan izolasyon
malzemesine uygulanabilir. Dikigsiz PP ve
0zel film katmanlar sayesinde saglam su ve
nem izolasyonu saglar. Uygulanan gatinin
durumuna ve kosullara gore farkli yogunlukta
membranlar kullanilabilir:
100/120/130/145/160 gr/m?

Avantajlan:

Buhara karsi Yiksek gegirgenlik
Su gegirmez

Yaglanmaya dayanikl

Uygulama Alanlar::

Egimli catilarda birlesim noktalarinda nem ve buhar yalitimi igin uygulanir.

Roof Membrane Tytan 160

Three-layer vapor-permeable roof membrane. Made of two layers of

polypropylene nonwoven and special functional film which ensures high vapor

permeability and water tightness of the underlay.

BENEFITS

highly vapor permeable
watertight

extra tear resistant
suitable for full sarking

TYPICAL APPLICATIONS
Ridges of the slope roofs

TEKNIK BILGI / TECHNICAL DATA:

Birim alan basina kiitle / Mass per unit area

160 g/m? (=10%)

Gerilme mukavemeti - boyuna (MD) /
Tensile strength - longitudinal (MD)

270N/50mm (=30%)

Gerilme mukavemeti - enine (CD) /
Tensile strength - transverse (CD)

T80N/50mm (=30%)

Uzama - boyuna (MD) / Elongation - longitudinal (MD)

86% (=40%)

Uzama - enine (CD) / Elongation - transverse (CD)

92% (=40%)

Tear resistance - nail shank; transverse (CD)

Yirtilma direnci - givi gévdeye; boyuna (MD) / 108N
Tear resistance - nail shank; longitudinal (MD)
Yirtlma direnci - ¢ivi govdeye; transvers (CD) / 125N

Su buhari transmisyon (Sd) / Water vapour transmission (Sd)

0,02m (£0,015m)

Su Gecirmezlik / Watertightness

W1

Yangina Tepki / Reaction to fire

Diisiik sicaklikta esneklik / Flexibility at low temperature

E
-20°C

SUNi YASLANDIRMA SONRASI:

Gerilme mukavemeti - boyuna (MD) / Tensile strength - longitudinal (MD)

220N/50mm (= 30%)

Gerilme mukavemeti - enine (CD) / Tensile strength - transverse (CD)

145N/50mm (= 30%)

Uzama - boyuna (MD) / elongation - longitudinal (MD)

52%(= 40%)

Uzama - enine (CD) / elongation - transverse (CD)

64%(= 40%)

Rulo Eni / Width [ Rulo Uzunlugu / Length | Palet igi Adet/ Pieces in a palette |

1,5m | 50m

50

Viembran

Tytan 100

Nefes Alan Memran

Tytan 120

Nefes Alan Memran

Tytan 130

Nefes Alan Memran

Tytan 145

Nefes Alan Memran

Tytan 160

Nefes Alan Memran
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AQUA PROTECT
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pera posure to a d

dpplicatio 0

App

» Multi-materials. Adherent to most common building materials (concrete,

cement, fibre cement, ceramic bases, etc).
» No need for primer.
> Great elasticity (up to 400 %)

» Waterproof. Even in areas of stagnant water.

» Great filling capacity.
» Remains flexible from -40°C to +90°C.
» Permeable to water vapour.

» Excellent UV and weather exposure resistance.

> QOvercoatable. No contamination for posterior coatings. Anti-mould. Does not

blacken.

Applications:
Waterproofing and protection of:

» Flat and sloped roofs.
» Gutters.
» Terraces.

» Connections on chimneys, skylights and ventilation outlets.

Applicable on:

» Most common materials used for building and insulating purposes.
» Metals in general (copper, zinc, aluminium, stainless steel, etc.)

» Thermal insulation (polyurethane, polystyrene).

» Wood (agglomerated wood, plywood).

Especially indicated for the repairing of leaks, connections between roofs, as

well as joints between channellings and conducted works.

42
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B AL DATA
Goriinds /Appearance Yogun Kivamli Sivi / Thick liquid
Sarfiyat / Efficiency 1.5-3 Kg/m?
Kuruma Zamani / Drying time 24 hours /2 mm
Kaybolma Miktari / Volume loss (DIN 52451) Belirlenemedi / Unnoticable
Uygulama Sicakli§i / Application temperature +510 +50°C

Goriinis / Appearance

Plastik Benzeri / Similar to rubber

Serlik / Shore Hardness A (ISO 868):

20

Elastic modulus 100% (ISO 37): MPa 0,35
Direnme Giicti / Tensile strength (IS0 37): MPa 0,8
Kopma Seviyesi / Elongation at break (ISO 37): % 400
Kullanim Sirasinda Hareket Seviyesi / % 25
Movement of joint in operation:

Kullanim Sirasinda Isi Dayanimi / -40 t0+90°C

Temperature resistance in operation:

UV ve Hava Dayanimi / UV and weather resistance:

PACKAGING / PAKETLEME SIZE / BOYUT
Kova / Bucket 1KG
Kova / Bucket 5KG
Kova / Bucket 25 KG

Gok iyi / Very good

PALET IGi ADET /
PIECES IN A PALETTE

396
192

16
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A
i ACTILE,
e e et 4

LIKIiT ARDUVAZLI VMIEMBRAN SET -
SIvVI MEMBRAN & GRANUL

it o oimrgare pa Sazk

ABIZOL P & DACHOLEUM By, i

Soguk uygulanabilir bitimlii bilesik sentetik kauguk ve cesitli
renklerdeki arduvaz graniil. Gati kaplamalar ve endiistriyel beton su
havzalarinin kaplama igin kullanilabilir. Hafif nemli yiizeylerde de kullanilabilir.

Avantajlan:

-20 °C dayanikli ve direncli katman yukari olusturur
Su gegirmezlik saglar ¢ ; naﬂhﬂleum
Giigli yapigma saglar

Uygulamalar:

Bitim kaplamalarin yenilenmesi igin

Hidrofobik ve su gegirmez izolasyon saglanmasi igin
Membran catilarda bitdim membrane katmani olusturmak igin
Binalarin temel ve su basma katlarinin su izolasyonu igin

Liquid & Scatterd Membrane Set

Cold-applicable bituminous compound modified with synthetic rubber and
resins designed for jointless hydrophobic insulations (according to the norm EN
1928:2000). of roof coverings and underground parts of buildings parts of
buildings. Product can be used for coating of concrete industrial water basins.

It is ideal for different type of climate — the membranes is very resistant for : Tt %% X Betu“
cracks caused by frost, strongly bound to the substrate and partially absorbing SIS S e Concrete
the surface movement and micro cracks. It can be used on slightly moisten G et L 1 ; — .,

surfaces. |

Benefits:

Create durable and resistant layer up to -20°C
Water protect coating

Strongly bound to the substrate

Applications:

Hydrophobic and waterproof insulation coats.

Hydrophobic insulation coats made on roofing on asphalt felts
QOuter hydrophobic insulations of underground parts of building
Preserving and renovation of bitumen coverings

ABIZOL P TEKNIK BILGI / ABIZOL P TECHNICAL DATA:

Kivam / Consistency Yari Sivi / Half-liquid
Renk / Colour Siyah / Black
Uygulama sicakhgi / Application temperature +5°C - +35°C
ilk kuruma siiresi / Initial drying time 6 saat/ hours
Kiirlenme Zamani / Curing time 12 saat/ hours
Sarfiyat / Consumption 0,5-0,7 kg/m?2 (1 katman/layer)
Katman Sayisi / Number of layers: 2-3 kat/ layer

15kg Kirmiz, Yesil, Gri 44
Dacholeum (Arduvaz - Scatter)

7,5kg Red, Green, Grey 76
Abizol P (Likit - Liquid) 9kg Siyah 44

18 kg Black 36

43



HOTMELT £Z¥

MADE IN SPAIN

Diiz Yiizey Laminasyon . Yatak Uretimi /
Flat Lamination Bed production

* Reaktif PU Bazli Uriinler /
Reactive PU Based Adhesive

» PSA Bazli / PSA-based
PO Bazli / PO Based
* PSA Bazli - Pocket Spring / PSA Based

Ahsap & PVC 'ﬁa}’" Ambalaj Sektirii /
encere imaiatl :
Wood or PVC Door Packaging Industry

& Window Manufacturing

 EVA Bazli Tutkallar / EVA Based Adhesive
« PO ( Poliolefin) Bazli Tutkallar /
PO ( Polyolefin) Based Adhesive
« Reaktif PU Bazli Uriinler /
Reactive PU Based Adhesive
* PVA Bazli Tutkallar ( D1, D2, D3, D4)/PVA Based Adhesive
-« Likit (Sivi) PUR / Liquit PUR
.« Toz Ureformaldehid / Powder urea Formaldehyde

 EVA Bazli / EVA Based
* PO Bazli/ PO Based
 Su bazli / Water Based

Profil Sarma / Mathaa Sektorii /
Profile Wrapping | Printing Industry

 EVA Bazli Tutkallar / EVA Based Adhesive
* PO ( Poliolefin) Bazl Tutkallar
PO ( Polyolefin) Based Adhesive
» Reaktif PU Bazli Uriinler
Reactive PU Based Adhesive
« Solvent Bazli Sarma tutkallar / Solvent Based

» PSA Bazli / PSA-based
 EVA Bazli / EVA Based
 Su bazli / Water Based

Kenar Bantlama /
Edge Banding

Kontak Yapigtiricilar /
Postforming

» Solvent Bazli Tutkallar /
Solvent Based Adhesive

 EVA Bazli Tutkallar
EVA Based Adhesive

* PO ( Poliolefin) Bazh Tutkallar
PO ( Polyolefin) Based Adhesive

» Reaktif PU Bazli Uriinler
Reactive PU Based Adhesive

Masif Ahsap / Diger Sektorler /
Solid Wood Other Industries
z * PVA Bazl Tutkallar (D1, D2, D3, D4) * Otomotiv Tutkallar / Automotive Adhesives
PVA Based Adhesive « Kablo Tutkallari / Cable Adhesives

* Toz Ureformaldehid - ' * Filtre Tutkallar / Filter Adhesives
Powder urea Formaldehyde * Ozel Uygulama Tutkallan /
Special Applications Adhesives
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irtibat Telefon

istanbul Bolgesi istanbul, Edirne, Kirklareli, Kocaeli, Sakarya, Tekirdag 0530939 74 97

Samsun, Adri, Amasya, Ardahan, Artvin,
Trabzon Bélgesi Bayburt, Erzincan, Erzurum, Giresun, Giimiighane, Igdir, 0530 343 4329
Kars, Ordu, Rize, Sinop, Tokat, Trabzon, Van

Ankara, Aksaray, Bartin, Bolu, Gankiri, Gorum, Diizce,
Ankara Bolgesi Karabilk, Karaman, Kastamonu, Kayseri, Kirikkale, 0533 207 6515
Kirgehir, Konya, Nevsehir, Nigde, Sivas, Yozgat, Zonguldak

Hotmelt Tum Tirkiye 0530 829 9421
SELENA YAPI MALZEMELERI SAN. ve TiC. LTD. $Ti. For Export inquiries, please contact to:
Serifali Mah. Kiz Kalesi Sok.ECT Plaza No:15/1
Umraniye - Istanbul / Tirkiye Tel.: +90 533 207 6508
Tel.: +90 216 466 26 26 e-mail: export@selenaturk.com.tr

Fax: +90 216 540 89 00
e-mail: info@selenaturk.com.tr

Fabrika / Factory in Bolu:

Dr. Akin Gakmakg! Bulvari No: 58
Organize Sanayi Bolgesi Bolu / Tiirkiye
Tel.: +90 374 243 93 13

Fax: +90 374 24393 15
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